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A gravity-driven viscous film flow over an inclination is a fundamental problem in the field
of fluid mechanics. It serves as a model to understand the physics behind a wide range of
environmental and technical processes, which silently influence everyday life. For an idealized
setup, which presumes that the viscous fluid flows over an inclined or vertical substrate of
infinite extent which is perfectly flat, hydrodynamic effects have been studied extensively and
are well-understood. In particular, the Navier-Stokes equations can be solved analytically. The
well-known Nusselt solution with its quadratic velocity profile is at hand under these idealized
constraints.
Going beyond the idealized world reveals many fascinating effects, which are also essential for
practical applications. The price to be paid, however, is a sharp increase in complexity. A
prominent role plays, for example, the roughness of the underlying substrate. This roughness
is either induced by accuracy limitations in preparation or intentionally. The influence of the
substrate’s undulations on the flow characteristics is tremendous and the interplay between
the undulations and the flow gives rise to new phenomena, e.g., resonant standing waves and
eddies. In general the flow over such inclined topographies cannot be calculated analytically in
closed form from the Navier-Stokes equations. Since already small impurities on the substrate
have a serious effect on the film flow and a predictable flow is required for various technical
applications, e.g., curtain coating, falling film reactors, and heat exchangers, the understanding
of the physical phenomena is vital. Also, most systems in the environment and technical appli-
cations have a finite extent and are bounded by, e.g., side walls which prohibit the assumption
of a two-dimensional flow.
In the respected film flows the interface between the fluid and the surrounding gas is considered
as a shear free, deformable boundary. Hence, waves can emerge spontaneously at the free sur-
face if a critical volume flux is exceeded. The waves appear as the flow reacts to disturbances,
like ambient noise or external forcing. On their way downstream these waves can decrease or
increase their amplitude depending on the flow parameters, the underlying substrate, and the
wave parameters. Similar to the substrate’s undulation, the waves at the free surface drasti-
cally impact the application of film flow systems in technical facilities. Therefore, extensive
experimental and computational research is inevitable to understand the flow mechanisms.
This dissertation deals with the influence of inertia and various substrate shapes on the evolution
of linear, nonlinear, and turbulent free surface waves on a gravity-driven viscous film flow. The
aim of this study is to follow all evolutionary steps of waves from the linear over the nonlinear
to a turbulent regime and to assign accompanying phenomena to interactions of the waves and
the flow. Combining the results of a wide range of experiments made it possible to reveal novel
flow phenomena. In particular, the shape of the traveling free surface wave, the mechanism of
wave breaking, the transition of regular wave fronts to irregular wave fronts, and the transition
to a comprehensive turbulent flow will be discussed in detail and assigned to the interaction of
the traveling free surface waves with the underlying steady flow.
In the first step, linear and nonlinear waves were analyzed in detail. To do so, different geo-
metrical shapes and excitation frequencies and amplitudes were considered in the experiments.
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Although sinusoidal waves were impressed in the experiments, two distinct wave shapes were
found, namely convex and concave. By analyzing these wave shapes, an energy transfer from
the excitation frequency to higher harmonics was inspected. The importance of the influence
of the interaction between the waves and the substrate can be shown by the emergence of beat
frequencies in the Fourier spectrum for undulated substrates. Additionally, particle tracking
measurements of the steady state and the perturbed state unveiled major differences in the
magnitude of the interaction between the traveling wave and the steady flow depending on
the substrate’s shape. The exact shape of the substrate is not determining the wave’s shape
but the shape of the steady state free surface is decisive for the evolution of the traveling free
surface wave. The shape of the steady state free surface is a reaction of the flow to the under-
lying boundaries. Thereby, e.g., eddies have a strong impact on the flow and cause an effective
substrate shape leading to the shape of the free surface.
Convectively unstable nonlinear waves are in the focus of the next study, which uncovered a
completely new phenomena on gravity-driven thin film flows, namely, the wave breaking. Wave
breaking in different flow configurations, e.g., at a beach, is well-known textbook knowledge.
However, the physical effects provoking the wave breaking at the beach are not present in the
system considered in this work. Up to now, neither experimental nor theoretical work has
shown this novel phenomena for film flows and hence, there is no explanation of the physical
mechanism behind it. The evolutionary behavior of nonlinear waves can be categorized in
three different domains: saturation, single wave breaking, and multiple wave breaking. In
the experiments, a wave frequency selection for the wave breaking was found to differ for the
substrates. Along the event of wave breaking, air is encapsulated underneath the flow over the
whole channel width via plunging of the wave into a trough of the steady state free surface.
Due to an energetically favorable state the air encapsulation contracts to an orderly bubble.
As the decisive parameter for the wave breaking mechanism the global or mean curvature of
the steady state free surface was identified, due to the fact that wave breaking needs obstacles
with protruding, prominent, and sufficiently high peaks. These obstacles provoke corresponding
peaks on the steady state free surface which act as stumbling stones for the waves.
The subsequent study on nonlinear waves went one step further to unveil the phenomenon of
the transition of regular wave fronts to irregular wave fronts. Thereby, a subdivision of the wave
into a chaotic wave front and regular wave tail was found. This means that a coexistence of a
regular and turbulent regime can be achieved on film flows by varying the inertia in the system.
Based on the finding of the irregular wave front, an extensive study on the transition was
performed. That way, the necessity of wave breaking as a precursor is revealed and a transition
to turbulence in line with the Landau theory for the transition to turbulence is at hand. In
this theory the state of turbulence is reached via multiple bifurcations which repeat themselves
“indefinitely”. The wave breaking acts as the bifurcation and new stable and unstable waves
emerge from the collapse. Since wave breaking needs protruding, prominent, sufficiently high
peaks as obstacles, this transition of regular to irregular wave fronts was found on strongly
undulated, anharmonic, rectangular substrates.
The necessity of strongly undulated anharmonic substrates for the transition of regular to
irregular wave fronts leads to the question: Can harmonic undulated substrates also show this
kind of turbulence? This question was challenged with new measurements concerning a flow
over a sinusoidal substrate. Within the framework of this dissertation the transition of regular
to irregular wave fronts on a sinusoidal topography was not observed. Nevertheless, a transition
to turbulence of the whole flow was recorded. In the experiments the transition to turbulence
was observed for a sufficiently high inertia and irrespective of an external excitation.
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Zusammenfassung
Eine schwerkraftgetriebene Stro¨mung eines viskosen Flu¨ssigkeitsfilmes u¨ber eine Schra¨ge ist ein
grundlegendes Problem im Bereich der Stro¨mungsmechanik. Es dient als Modell, um die Physik
hinter einer Vielzahl von Prozessen in der Umwelt und Technik zu verstehen, die den Alltag
im Verborgenen beeinflussen. Fu¨r ein idealisiertes System, das davon ausgeht, dass die viskose
Flu¨ssigkeit u¨ber ein geneigtes oder vertikales, perfekt flaches Substrat von unendlichem Ausmaß
fließt, wurden hydrodynamische Effekte umfassend untersucht und gut verstanden. Insbeson-
dere ko¨nnen die Navier-Stokes-Gleichungen analytisch gelo¨st werden. Unter diesen idealisierten
Randbedingungen findet man die bekannte Nusselt-Lo¨sung mit ihrem quadratischen Geschwin-
digkeitsprofil.
Der Blick u¨ber die idealisierte Welt hinaus offenbart viele faszinierende Effekte, die auch fu¨r
die praktische Anwendung unerla¨sslich sind. Der zu zahlende Preis ist jedoch eine stark ge-
stiegene Komplexita¨t. Dabei spielt beispielsweise die Rauigkeit des darunter liegenden Sub-
strates eine markante Rolle, welche entweder durch Genauigkeitseinschra¨nkungen in der Her-
stellung oder absichtlich verursacht wird. Der Einfluss der Welligkeit des Substrats auf die
Stro¨mungseigenschaften ist enorm und das Zusammenspiel zwischen der Undulation und der
Stro¨mung fu¨hrt zu neuen Pha¨nomenen, z.B. resonanten stehenden Oberfla¨chenwellen und Wir-
belbildung in den Mulden. Im Allgemeinen kann die Stro¨mung u¨ber solche geneigten Topo-
graphien nicht in geschlossener Form analytisch aus den Navier-Stokes-Gleichungen berechnet
werden. Da bereits kleine Verunreinigungen auf dem Substrat den Filmfluss erheblich beein-
flussen und fu¨r verschiedene technische Anwendungen, wie z.B. Vorhangbeschichtung, Fallfilm-
reaktoren und Wa¨rmetauscher, ein vorhersehbarer Fluss erforderlich ist, ist das Versta¨ndnis
der physikalischen Pha¨nomene von entscheidender Bedeutung. Daru¨ber hinaus haben die meis-
ten Systeme in der Umwelt und in technischen Anwendungen eine begrenzte Ausdehnung und
sind z.B. durch Seitenwa¨nde begrenzt, die die Annahme einer zweidimensionalen Stro¨mung
ausschließen.
In den betreffenden Filmstro¨mungen wird die Grenzfla¨che zwischen dem Fluid und dem um-
gebenden Gas als scherfreie, verformbare Grenze betrachtet. Somit ko¨nnen bei U¨berschreitung
eines kritischen Volumenstroms an der freien Oberfla¨che spontan Wellen entstehen. Die Wel-
len erscheinen, wenn die Stro¨mung auf Sto¨rungen, wie das allgegenwa¨rtige Umgebungsrauschen
oder a¨ußeren Zwang, reagiert. Auf dem Weg stromabwa¨rts ko¨nnen diese Wellen in Abha¨ngigkeit
von den Stro¨mungsparametern, dem darunter liegenden Substrat und den Wellenparametern
schrumpfen oder wachsen. A¨hnlich wie die Undulation des Substrats beeinflussen die Wellen
an der freien Oberfla¨che den Einsatz von Filmflusssystemen in technischen Anlagen drastisch.
Daher ist eine umfangreiche experimentelle und rechnergestu¨tzte Forschung unumga¨nglich, um
die Stro¨mungsmechanismen zu verstehen.
Diese Dissertation bescha¨ftigt sich mit dem Einfluss von Tra¨gheit und verschiedenen Sub-
stratformen auf die Entwicklung von linearen, nichtlinearen und turbulenten freien Ober-
fla¨chenwellen auf einer gravitationsgetriebenen, viskosen Filmstro¨mung. Ziel dieser Studie war
es, alle evolutiona¨ren Schritte von Wellen, vom linearen u¨ber das nichtlineare bis hin zu ei-
nem turbulenten Regime zu verfolgen und begleitende Pha¨nomene den Wechselwirkungen der
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Wellen und der Stro¨mung zuzuordnen. Die Kombination der Ergebnisse verschiedenster Expe-
rimente ermo¨glichte es, neuartige Stro¨mungspha¨nomene zu entdecken. Insbesondere die Form
der laufenden freien Oberfla¨chenwelle, der Mechanismus des Wellenbrechens, der U¨bergang
von regelma¨ßigen Wellenfronten zu turbulenten Wellenfronten und der U¨bergang zu einer
fla¨chendeckenden turbulenten Stro¨mung werden im Detail diskutiert und der Wechselwirkung
der laufenden freien Oberfla¨chenwellen mit der zugrunde liegenden stationa¨ren Stro¨mung zu-
geordnet.
Im ersten Schritt wurden lineare und nichtlineare Wellen im Detail analysiert. Dazu wurden
in den verschiedenen Experimenten unterschiedliche geometrische Formen und Anregungsfre-
quenzen und -amplituden beru¨cksichtigt. Obwohl in den Experimenten sinusfo¨rmige Wellen
aufgepra¨gt wurden, wurden zwei unterschiedlich ausgepra¨gte Wellenformen gefunden, na¨mlich
konvex und konkav. Bei der Analyse dieser Wellenformen wurde ein Energietransfer von der
Anregungsfrequenz zu ho¨heren Oberwellen untersucht. Die Bedeutung des Einflusses der Wech-
selwirkung zwischen den Wellen und dem Substrat kann durch die Entstehung von Schwebungs-
frequenzen im Fourier-Spektrum fu¨r undulierte Substrate gezeigt werden. Daru¨ber hinaus zeig-
ten particle-tracing-Messungen des stationa¨ren und des gesto¨rten Zustands große Unterschiede
in der Gro¨ße der Wechselwirkung zwischen den laufenden Wellen und der stationa¨ren Stro¨mung
in Abha¨ngigkeit von der Form des Substrats. Die genaue Form des Substrats bestimmt nicht
direkt die Wellenform. Entscheidend fu¨r die Entwicklung der laufenden freien Oberfla¨chenwelle
ist die Form der stationa¨ren freien Oberfla¨che. Die Form der stationa¨ren freien Oberfla¨che ist
eine Reaktion der Stro¨mung auf die darunter liegenden Begrenzungen. Dadurch haben z.B.
Wirbel einen starken Einfluss auf die Stro¨mung und bewirken eine effektive Substratform, die
zur Form der freien Oberfla¨che fu¨hrt.
Konvektiv instabile nichtlineare Wellen stehen im Fokus der na¨chsten Studie, die ein vo¨llig
neues Pha¨nomen bei schwerkraftgetriebenen Du¨nnschicht Filmstro¨mungen aufdeckte: Das Wel-
lenbrechen. Das Brechen von Wellen in sich unterscheidenden Stro¨mungskonfigurationen, z.B.
an einem Strand, ist bekanntes Lehrbuchwissen. Allerdings sind die physikalischen Effekte,
die das Wellenbrechen am Strand verursachen, in dem in dieser Arbeit betrachteten System
nicht vorhanden. Bisher haben weder experimentelle noch theoretische Arbeiten dieses neuar-
tige Pha¨nomen fu¨r Filmstro¨mungen gezeigt, so dass es keine Erkla¨rung fu¨r den physikalischen
Mechanismus dahinter gibt. Das evolutiona¨re Verhalten nichtlinearer Wellen kann in drei ver-
schiedene Kategorien unterteilt werden: Sa¨ttigung, einfache und mehrfache Wellenbrechung. In
den Experimenten wurde festgestellt, dass sich eine Frequenzauswahl bei dem Wellenbrechen
fu¨r die Substrate unterscheidet. Durch das Eintauchen der Welle in eine Mulde der stationa¨ren
freien Oberfla¨che, wird wa¨hrend des Wellenbrechens Luft unter der Stro¨mung u¨ber die gesamte
Kanalbreite eingefangen. Um in einen energetisch gu¨nstigeren Zustand zu kommen, zieht sich
der Lufteinschluss zu einer geordneten Blase zusammen. Als entscheidender Parameter fu¨r den
Wellenbrechmechanismus wurde die globale oder mittlere Kru¨mmung der stationa¨ren freien
Oberfla¨che identifiziert. Fu¨r die Wellenbrechung werden Hindernisse mit vorstehenden, mar-
kanten und ausreichend hohen Spitzen beno¨tigt. Diese Hindernisse provozieren entsprechende
Spitzen auf der stationa¨ren freien Oberfla¨che, die als Stolpersteine fu¨r die Wellen dienen.
Die anschließende Studie zu nichtlinearen Wellen ging noch einen Schritt weiter, um das
Pha¨nomen des U¨bergangs von regelma¨ßigen Wellenfronten zu unregelma¨ßigen Wellenfronten
zu enthu¨llen. Dabei wurde eine Unterteilung der Welle in eine chaotische Wellenfront und in
einen regelma¨ßigen Wellenschwanz gefunden. Das bedeutet, dass eine Koexistenz von einem
regelma¨ßigen und turbulenten Regime auf einem Filmfluss erzeugt werden kann. Basierend auf
dem Befund der unregelma¨ßigen Wellenfront wurde eine umfangreiche Studie zu dem U¨bergang
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durchgefu¨hrt. Auf diese Weise wurde die Notwendigkeit des Wellenbrechens als Wegbereiter
aufgezeigt und ein U¨bergang zur Turbulenz im Sinne der Landau Theorie fu¨r den U¨bergang
zur Turbulenz liegt vor. In dieser Theorie wird der Zustand der Turbulenz durch mehrere
Bifurkationen erreicht, die sich “unbegrenzt” wiederholen. Das Wellenbrechen wirkt wie die
Verzweigung und neue sowohl stabile als auch instabile Wellen entstehen aus dem Zusammen-
bruch. Da das Wellenbrechen markante und ausreichend hohe Spitzen als Hindernisse beno¨tigt,
wurde dieser U¨bergang von regelma¨ßigen zu unregelma¨ßigen Wellenfronten auf stark gewellten,
anharmonischen rechteckigen Substraten gefunden.
Die Notwendigkeit von stark gewellten anharmonischen Substraten fu¨r den U¨bergang von re-
gelma¨ßigen zu unregelma¨ßigen Wellenfronten wirft folgende Frage auf: Ko¨nnen harmonisch
gewellte Substrate auch diese Art von Turbulenzen aufweisen? Dies wurde mit neuen Messun-
gen an einer Stro¨mung u¨ber ein sinusfo¨rmiges Substrat hinterfragt. Im Rahmen dieser Dis-
sertation wurde der U¨bergang von regelma¨ßigen zu unregelma¨ßigen Wellenfronten auf einer
sinusfo¨rmigen Topographie nicht beobachtet. Dennoch wurde ein U¨bergang zur Turbulenz der
gesamten Stro¨mung festgestellt. In den Experimenten wurde der U¨bergang zur Turbulenz fu¨r







1. Introduction: From the steady state to flows with chaotic free surface waves 13
1.1. The steady state . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13
1.2. The linear stability . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15
1.3. The wave dynamics . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16
1.4. The presence of turbulence . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16
1.5. Scope of this dissertation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 17
2. Experimental systems and setups 19
2.1. Experimental systems . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 19
2.1.1. Flow facilities . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 19
2.1.2. Topographies . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20
2.1.3. Liquid . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 21
2.1.4. Tracer particles and dye . . . . . . . . . . . . . . . . . . . . . . . . . . . 22
2.2. Measurement setups . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22
2.2.1. Flow rate . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22
2.2.2. Steady flow . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 23
2.2.3. Linear stability . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25
2.2.4. Wave dynamics . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28
2.2.5. Single particle Tracking . . . . . . . . . . . . . . . . . . . . . . . . . . . 30
2.2.6. Wave screening . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 31
3. Results and discussion 33
3.1. Wave shapes in the nonlinear regime on film flows . . . . . . . . . . . . . . . . 33
3.1.1. Motivation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 33
3.1.2. Measured parameter space . . . . . . . . . . . . . . . . . . . . . . . . . . 34
3.1.3. Variation of the topography wavelength . . . . . . . . . . . . . . . . . . 34
3.1.4. Variation of the properties of the surface wave . . . . . . . . . . . . . . 38
3.1.5. Variation of the topography shape . . . . . . . . . . . . . . . . . . . . . 39
3.1.6. Study of dimensionless parameters . . . . . . . . . . . . . . . . . . . . . 41
3.1.7. Particle tracking . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 42
3.1.8. Conclusions . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 44
3.2. Wave breaking of nonlinear waves on film flows . . . . . . . . . . . . . . . . . . 48
3.2.1. Motivation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 48
3.2.2. Measured parameter space . . . . . . . . . . . . . . . . . . . . . . . . . . 49
3.2.3. Steady flow . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 49
3.2.4. Screening different evolutionary behavior of the traveling wave . . . . . 50
11
Contents
3.2.5. Screening different substrates and excitation frequencies . . . . . . . . . 51
3.2.6. Screening the excitation amplitude . . . . . . . . . . . . . . . . . . . . . 54
3.2.7. Screening the wave breaking . . . . . . . . . . . . . . . . . . . . . . . . . 54
3.2.8. Screening the Fourier wave number space . . . . . . . . . . . . . . . . . 56
3.2.9. Screening the wave impact . . . . . . . . . . . . . . . . . . . . . . . . . 57
3.2.10. The steady state free surface as a major influencing parameter . . . . . 59
3.2.11. Conclusion . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 59
3.3. Turbulent wave fronts on film flows . . . . . . . . . . . . . . . . . . . . . . . . . 61
3.3.1. Motivation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 61
3.3.2. Measured parameter space . . . . . . . . . . . . . . . . . . . . . . . . . . 62
3.3.3. Irregular wave shape . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 62
3.3.4. Evolution of traveling waves . . . . . . . . . . . . . . . . . . . . . . . . . 64
3.3.5. Screening different phenomena . . . . . . . . . . . . . . . . . . . . . . . 67
3.3.6. The magnitude of chaotic behavior . . . . . . . . . . . . . . . . . . . . . 67
3.3.7. The pathway to chaos and conclusion . . . . . . . . . . . . . . . . . . . 69
3.4. Thoughts on surface turbulence on film flows . . . . . . . . . . . . . . . . . . . 73
4. Conclusions and outlook 75
A. Appendix 79
List of Symbols 83
List of Figures 87
List of Tables 90
References 91
12
1. Introduction: From the steady state to
flows with chaotic free surface waves
A layer of viscous fluid flowing on a vertical or inclined substrate solely driven by gravity is
denominated as a gravity-driven viscous film flow. Gravity-driven film flows can be seen in
nature on inclined roads during strong rain, avalanches [1], debris flow [2], moving glaciers [3],
biofilms [4], bubbles [5], lachrymal fluid, and tear films [6]. Emerging surface waves on the
viscous film flow can play a crucial role in nature and in technical applications. The dynamics
of surface waves can drastically influence the functionality of technical devices and may either
enhance or impair their performance. Examples are heat exchangers [7,8], distillation processes
[9, 10], and coating technologies [11–13]. In heat exchangers with a falling film, free surface
waves amplify the efficiency of the thermal transmission. Conversely, most coating applications
require a smooth surface which makes it indispensable to suppress surface waves. The interest
in nature and technical application led the scientific community to work in the field of gravity-
driven free surface waves and their dynamics.
In Chapter 1, the basics behind gravity-driven films flowing over flat and undulated substrates
will be shown and discussed.
1.1. The steady state
One of the groundbreaking works on film flows was done by Wilhelm Nusselt. In 1916, he
solved the Navier-Stokes equations analytically for a flow with infinite extent over a perfectly
flat substrate [14]. Thereby, he revealed the quadratic dependency of the velocity on the
distance to the substrate. The solution has some constraints, as Nusselt assumed the system
to be steady, the shear stress at the free surface of the flow to be zero, the velocity field to
be unidirectional, and the velocity to depend only on the distance to the flat substrate. The
requirement of a flat substrate and a flow of infinite extent is never met in physics and real life
applications. In the example of heat exchangers, rough surfaces increase the area of the heat
exchange and enhance the efficiency.
Nusselt’s condition of an infinite extent cannot be fulfilled in technical applications. Instead,
side walls confine the two-dimensional film flow, which leads to new physically important phe-
nomena in the system. Prominent three-dimensional features of the velocity field and the free
surface shape are caused by the no-slip condition and the capillary rise at the side walls. The
no-slip condition induces a zero velocity at the side walls and the capillary rise leads to a signif-
icantly higher film thickness near the side walls leading to a velocity overshoot in the vicinity
of the side walls. These results were experimentally, numerically, and analytically shown by
the group of Aksel [15,16]. By thinning the film, a transition from a film flow to a corner flow
was observed by finding a film rupture in the middle of the channel [17].
The interest on gravity-driven channel flows over undulated topographies has risen in the last
years, since technical applications often depend on the undulations. Nevertheless, the number
of experimental publications on this topic is relatively low due to various technical difficulties,
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which mostly result from curved liquid boundaries and the resulting poor optical accessibility.
For very small undulations compared to the film thickness the shape of the steady state free
surface is already drastically altered. Pozrikidis and Thoroddsen [18] studied the shape of the
free surface of a liquid film flowing down an inclined plane over a particle captured on the
wall, whereas the particle size is much smaller than the film thickness. The influence of two-
dimensional rectangular step-up-step-down and trench geometries on the free surface shape of
a thin water film was analyzed by Decre´ and Baret with phase-stepped interferometry [19].
These kinds of geometries have also been studied by using an integral boundary method on a
Stokes flow [20], analytically via a Green function of the linearized problem [21], and by using
a lubrication approximation [22, 23]. Aksel [24] analytically, numerically, and experimentally
examined the effect of capillarity on the free surface shape and velocity of a flow over an inclined
plane with an edge. The publications [18–22,24] show a ridge of the free surface in the vicinity
of step-downs of the substrate and a depletion of the free surface near step-ups. The magnitude
of these features is dictated by four pertinent parameters, the depth, width and steepness of
the trenches, and the capillary pressure at the free surface of the flow. For the case of creeping
flows, the volume of the depletion and ridge are equal, which Scholle and Aksel [25] proved
analytically. The influence of a sinusoidal substrate at a vertical wall on the heat and mass
transfer characteristics was studied by Negny et al. [26].
Gravity-driven viscous flows over periodical undulations, such as the sinusoidal substrate men-
tioned before, were investigated extensively [15,27–54]. For different kinds of flows the influence
of the underlying undulations on the free surface shape varies. In the case of creeping flows the
amplitude of the free surface waviness decreases with an increasing film thickness [15, 27, 28].
Increasing the Reynolds number for laminar flows with sufficiently high inertia shows two types
of changes. First, the amplitude of the free surface shape increases for Reynolds number below
a certain threshold. Second, the amplitude of the free surface shape decreases with further
increase of the Reynolds number beyond this threshold [28–30]. The critical Reynolds number,
which provokes the highest amplitude of the free surface shape, depends on the film thickness,
the geometry, and the hydrostatic and capillary pressure. These dependencies are only valid for
small amplitudes of the underlying waviness since the nonlinear terms in the governing equa-
tions are neglected. In the case of higher undulations the resonance Reynolds number is shifted
to higher values since higher harmonics in the free surface shape appear [31–33, 41]. Wier-
schem et al. [34, 35] compared different theoretical perturbation approaches with experiments
on thin films over weak and strong sinusoidal undulations and thick films over weak sinusoidal
undulation. Despite seeing resonant waves of the free surface also humps, shocks, and surface
rollers were observed [36]. The improvement in computational power facilitated computations
for three-dimensional systems as these are interesting for real world problems [37–40].
The underlying undulation of the flow dictates the shape of the free surface, which is in line
with the normal cause-to-effect paradigm. In recent years, the interest in the inverse problem
increased. The inverse problem states that an observable, like the shape of the free surface or the
velocity field, is given and has to be related to unknown flow quantities, i.e., flow conditions,
material properties or unknown boundaries [55]. Multiple publications are dealing with the
inverse problem [41, 56–62]. Nevertheless, an uncertainty in the inverse problem remains since
different substrates with the same wavelength and amplitude can exhibit barely distinguishable
free surface shapes when recirculation areas appear as shown by Scho¨rner et al. [63].
The recirculation areas or eddies were found by inspecting the velocity field for a Stokes flow
over undulations with boundary integral formulation by observing a reversal flow in the troughs
of the geometry [27]. Scholle et al. [64] showed that eddies in creeping flows act as a “fluid
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roller bearing”. Furthermore, it was analytically shown that the film thickness is the crucial
parameter for the emergence of eddies in a creeping flow [65]. These results are in line with
the experiments by Wierschem et al. [66]. By solving the Navier-Stokes equations numerically,
Trifonov also found eddies in a flow when inertia is considered [29]. In a film flow where inertia
is considered, the size of the eddies increases and the eddy is tilted [67–69]. Eddies are found
in flows over various geometrical shapes, i.e., sinusoidal, rectangular, saw-tooth [31, 63, 70, 71].
Wierschem et al. [70] showed that eddies can be suppressed at moderate Reynolds numbers,
when the amplitude of the free surface is amplified by resonance. Scholle et al. [72] showed
that eddies can increase the heat transfer between the substrate and the free surface of the film
flow.
1.2. The linear stability
The film flows considered in this work exhibit a free surface since they are not bound by a rigid
wall and are hence susceptible against free surface perturbations. This was found by Sergei and
Pjotr Kapitza in groundbreaking experiments [73, 74]. In their pioneering experiments they
observed spontaneously traveling free surface waves on a flow over a flat substrate when the
volume flux exceeds a certain threshold. The results of the Kapitza family led to numerous
publications on the topic of linear stability on film flows. Benjamin [75] and Yih [76] found that
Nusselt’s solution of the Navier-Stokes equations is unstable against long-wave perturbations
above a critical Reynolds number. They adapted the Orr-Sommerfeld equation [77–79] on thin
film flows and found the critical Reynolds number to be Rec = 5/4 × cotα for a flow over a
flat substrate, whereas α represents the inclination angle. These results are valid for infinitely
long, linear free surface perturbations with a wave number and amplitude tending against zero.
In experiments this critical Reynolds number and the long-wave type instability was confirmed
by Liu et al. [80] and Liu and Gollub [81]. The flow was denoted as “convectively unstable”
above the critical Reynolds number against these disturbances.
The results from the computations were gained for a two-dimensional film flow. However, in
technical applications and real world problems the flow is bounded by sidewalls. The no-slip
condition and the capillary rise at the sidewalls is found to be stabilizing on the film flow [82,83].
Furthermore, a transition from the classical long-wave instability to a short-wave instability was
observed by Pollak et al. [84].
Vlachogiannis and Bontozoglou [32] and Argyriadi et al. [33] tested the stability of free surface
disturbances over weak rectangular, periodic bottom undulations with a fluorescence imaging
method. They found a remarkable stabilization of the flow at high Reynolds numbers and
an increase of the stability threshold with the corrugation steepness. A stabilization of the
flow against disturbances was also found for sinusoidal bottom undulations analytically by
Wierschem and Aksel [85]. Their results were proven experimentally by Wierschem et al. [35]
and they also showed that the shape of the neutral curve qualitatively remains unaffected.
Trifonov also tested the stability of the flow against disturbances by numerically solving the
Navier-Stokes equations [86–88] and found that the flow is significantly stabilized if the mean
film thickness drastically increases by the undulations compared to the film thickness of the
corresponding Nusselt flow.
For the case of steep bottom undulations stabilizing and destabilizing results were found de-
pending on the amplitude and wavelength of the substrate and the surface tension [41,89–91].
More publications show the stabilizing and destabilizing effect of steep undulations [92–99].
Heining and Aksel [89] were the first to numerically show a completely new phenomenon by
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publishing a segmented stability chart with an unstable isle. They discarded their new finding
as an artifact from the linearization. They used an integral boundary layer model to analyti-
cally and numerically reveal this phenomenon. However, their finding was experimentally [92]
and numerically [93] proven. Scho¨rner et al. [95] were able to link the unstable isle to resonance
phenomena of the steady state film flow. Different types of stability charts were discovered over
the time and a universal pathway for the stability of films over topography was unveiled [98].
The topic of film flows over topography concerning the linear stability is nicely reviewed by
Aksel and Scho¨rner [100].
1.3. The wave dynamics
The evolution and dynamics of waves over flat substrates have been studied elaborately. These
waves emerged due to instability of the flow or external forcing. The studies mostly treat linear
waves with a vanishing amplitude – for nonlinear waves with a non-zero amplitude new models
had to be derived [101–110]. Chang and Demekhin reviewed the topic in their book [111].
Nonlinear waves were also analyzed experimentally and numerically [80,81,112–122]. The works
concentrate on the evolution and the saturation (steady state) of waves flowing down an inclined
channel. A rich diversity of waves was observed and reviewed by Craster and Matar [123] and
Chang [124]. The variety of waves was reduced to two main categories: Solitary waves which are
disjoint by large areas of a quasi steady state flow and nearly sinusoidally shaped waves of small
wavelength and wide peaks. The solitary waves are mostly accompanied in front by depletion
regions called capillary waves. The aforementioned saturation of the waves was observed for
both wave categories. Reck and Aksel [125] found surface rollers in solitary waves over a flat
substrate in an inclined open channel, which might explain the stability of the steady state of
the waves.
The above-mentioned saturation was also seen experimentally by Reck and Aksel [126] and
numerically by Trifonov [97] for waves on a flow over an undulated substrate. Yet, the influence
of substrate undulations on free surface waves is barely analyzed and little is known. Some
experimental and numerical research deals with the influence of the undulated substrate on
the free surface waves [33, 86, 91, 126, 127]. To describe the waves, they are viewed as two
individual parts in superposition. First, the wavy steady state free surface which is a result
of the undulated substrate. Second, the proceeding unsteady wave which travels on top of the
steady state wave. The unsteady wave’s amplitude and shape depends on the position of the
wave in a substrate’s undulation pattern.
1.4. The presence of turbulence
In the field of fluid mechanics two distinct transition schemes to turbulent states are known,
yet not fully understood. Prominent examples are the transitions of the Hagen-Poiseuille flow
and the Be´nard problem. These two examples show different transition behavior. First, the
transition to turbulence of the Hagen-Poiseuille flow was classically said to be spontaneous [128],
yet new research suggests that the transition elapses with intermediate steps [129]. The classical
type of spontaneous transition can be seen in film flows as the steady state can become unstable
and breaks into a three-dimensional flow [130–136]. This transition can occur for the steady flow
with or without external forcing. Second, the transition to turbulence in the Be´nard problem
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Figure 1.1.: Schematic response diagram of Landau theory for the transition to turbulence. Multiple bifurcations are
shown at different values of the control parameter Re∗/∗∗/∗∗∗. This scheme is modified and reprinted from [138].
proceeds via bifurcation of the states which is in line with the Landau theory for transition to
turbulence [128,137].
In Figure 1.1, a schematic response diagram for the Landau theory for the transition to turbu-
lence is displayed. For a small driving (control) parameter (in this case the Reynolds number)
a unique stable steady state (basic state) is present. At a critical value of the driving parameter
Re∗ the steady state bifurcates and traveling waves are supported by one or more wavelengths.
Beyond this critical value traveling waves can grow and the steady flow is considered as unsta-
ble. Nevertheless, new stable, possibly unsteady solutions can branch for Re ≥ Re∗ and the
flow remains stable until the next bifurcation (Re = Re∗∗). This branching can repeat itself
indefinitely as the driving parameter increases and more unstable solutions appear. After many
such bifurcations the state of turbulence is reached [138].
1.5. Scope of this dissertation
The present dissertation deals with the evolution and dynamics of linear, nonlinear, and turbu-
lent traveling free surface waves over different types of topographies. Various measurement tech-
niques were combined for a comprehensive study on nonlinear and turbulent waves. Thereby,
new flow phenomena were revealed and attributed to different flow characteristics. The aim of
this work is to study the evolution of forced perturbations along all evolutionary steps. The
evolution from nonlinear to turbulent waves is the main subject of this study.
The dissertation is structured as follows: In Chapter 2, all experimental setups and techniques,
which were used to characterize the flow and the perturbations are presented. The new findings
on the evolution of mainly nonlinear waves are shown in Chapter 3. This Chapter is subdi-
vided in four parts. In Section 3.1, the regular evolution of nonlinear waves concerning the
wave’s shape is examined. A new phenomenon on film flows, namely wave breaking, and the
accompanied bubble formation is presented in Section 3.2. In the subsequent Section 3.3, the
transition of regular wave fronts to irregular wave fronts is investigated in detail. Section 3.4
deals with different turbulent regimes on gravity-driven thin film flows. A summary is presented
in Chapter 4 and completes the dissertation.
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2.1. Experimental systems
Gravity-driven viscous thin film flows down an inclined open channel with periodic topographies
were tested. As a reference measurement the flow over the flat substrate was also studied.
The flow facilities, the topographies, and the liquid with the solved dye and tracer particles
characterize the experimental systems.
This Chapter is based on the publications [63,84,92,95,98,126,139–144].
2.1.1. Flow facilities
In Figure 2.1, a sketch of the flow facilities is shown. The tempered oil from the liquid reservoir
was pumped into the inflow tank at the inlet of the inclined open channel. All experiments
were performed in one channel with a width bc = (170± 1) mm and length lc = (2100± 1) mm.
The flat substrate of the channel was bordered by transparent, planar Plexiglas R© sidewalls.
Exchangeable substrates were placed on top of the flat bottom plate. The channel was inclined
against the horizontal axis by the inclination angle α, which could be adjusted continuously
between 0◦ and 90◦ and checked with a Mitutoyo Pro 360 Digital Protractor 950-315 with a
reading precision of 0.1◦. A leveling of the direction perpendicular to the flow direction was
conducted with a spirit level type Pro 360, also from Mitutoyo. Any twisting of the channel
was eliminated with adjustment screws which were attached to the mount of the channel on
the vibration isolating table.
The temperature of the oil was kept constant with a heat exchanging coil in the liquid reser-
voir by a heating bath Thermo Haake TC300 which was linked to a temperature sensor
Almemo 4290-7 attached to the outflow inside the channel. The temperature was kept constant
at θ = (23.0 ± 0.1) ◦C during all measurements and was regulated by a custom LabView pro-
gram. In Figure 2.2, the measured liquid temperature θ is plotted for a five hour measurement.




















Figure 2.1.: Sketch of the flow facilities and the flow circuit used in the experiments. The inlay shows the impounded
oil behind the paddle. Modified and reprinted with permission from Dauth and Aksel [144]. c© Springer Nature.
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Figure 2.2.: The measured temperature θ for a five hour measurement.
A constant volume flux V˙ was provided by two eccentric screw pumps type AFJ 15.1B/2B from
PF Jo¨hstadt. The volume flux V˙ could be regulated up to 580 cm3/s by varying the angular
frequency of the pumps. Furthermore, a bypass yielded the opportunity to continuously change
the volume flux.
Periodic perturbations on the steady film flow were induced by a linear motor from LinMot
type E1250-IP-UC/V1RE which was attached to the inflow of the channel. The excita-
tions on the flow could be continuously adjusted in form of the excitation frequency between
0.5 Hz ≤ fe ≤ 15.0 Hz and the peak-to-peak paddle amplitude Ae. In case of measurements
on nonlinear traveling free surface waves the paddle amplitude was set to Ae = 8.0 mm except
otherwise stated. For linear waves the paddle amplitude was minimized in order to achieve
almost vanishing small wave amplitudes. The inlay in the sketch of the flow facilities (Figure
2.1) shows the mechanism of wave generation. The oil is impounded behind the paddle and
released by the sinusoidal up- and downward motion of the paddle.
2.1.2. Topographies
In Section 2.1.1, it was described that differently shaped inlays were tightly bound in the
channel. In Figure 2.3 (a), a sketch of an inclined substrate and its specific parameters is shown.
The substrate’s wavelength λb, the length of the topography’s top and bottom of the trench W
and L, the amplitude A, the inclination angle α, and its specific shape are characterizing the
substrate.
The different substrate shapes are shown in Figure 2.3 (b). The undulation amplitude was
fixed for all topographies to A = 8.0 mm. For the sinusoidal and sawtooth-like substrate the
topography’s wavelength was fixed at λb = 20 mm. In the case of the rectangular substrate a














Figure 2.3.: (a) Geometry and notations of the viscous film flow over the inclined topography. (b) Sketch of the
specific shapes of the topography, i.e., sinusoidal (shape = Sin), sawtooth-like (Saw), rectangular (Rec) and flat
(F lat). (c) Sketch of the modular rectangular substrate (Rec). The main flow direction is from left to right. Modified






































Figure 2.4.: The dynamic viscosity η, density ρ and surface tension σ for the Elbesil silicon oil blend.
top of the trench W was varied from 1 to 30 mm. The length of the topography’s bottom of
the trench L was varied from 9 to 99 mm. The flat substrate was considered as the borderline
cases for all substrates with either W , L or λb = ∞. In the experiments the inclination angle
α was varied between 5◦ and 30◦.
2.1.3. Liquid
In the experiments a blend of Elbesil silicon oils was used as the fluid. The oil showed Newtonian
behavior within the shear rates and temperature range considered in the measurements and
was denoted as Elbesil 100. The main fluid properties namely the dynamic viscosity η, density
ρ and surface tension σ were measured in the temperature range between 21 ◦C and 25 ◦C in
1 ◦C steps. The results are shown in Figure 2.4. From the dynamic viscosity and the density
the kinematic viscosity ν = η/ρ was calculated.
The dynamic viscosity η was measured with different Ubbelohde viscosimeter capillaries type
501 from Schott which were plunged into a water bath, whose temperature was controlled by a
thermostat from Schott. The accuracy of the temperature of the heating bath was 0.05 ◦C and
the precisions of the viscosimeter capillaries were specified to be between 0.65% and 0.80%.
A Mohr Westphal balance from Kern was used to determine the density ρ of the silicon oil. A
thermostat type ecoline RE204 from Lauda controlled the temperature of the oil in the balance
during the measurement.
The surface tension σ was obtained by a ring-tensiometer type TE1CA-M from Lauda whose
fluid temperature was controlled by a thermostat type RC 6 CP from Lauda during these
measurements.
The fluid properties are listed in Table 2.1 for the measurement temperature θ = (23.0± 0.1) ◦C.
The Kapitza number describes the ratio of surface tension forces to inertial forces [111], is listed





Notation η (mPas) ρ (kg/m3) σ (mN/m) ν (mm2/s) Ka
Elbesil 100 99.4± 0.3 964.9± 0.2 20.1± 0.1 103.0± 0.3 2.02± 0.02
Table 2.1.: Liquid properties and Kapitza number of the Elbesil silicon oil blend used in the experiments at the
measurement temperature θ = (23.0± 0.1) ◦C.
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Figure 2.5.: (a) Weighted particle size distribution of the tracer particles type 80A601 from Dantec. (b) Absorption
and emission spectra of Quinizarin, which was dissolved in Elbesil oil. Black solid line: absorption spectrum. Blue
dashed line: emission spectrum for excitation at 450 nm (orange dotted line).
2.1.4. Tracer particles and dye
For the measurements, which are described in Section 2.2, the silicon oil had to be seeded with
glass spheres and mixed with a fluorescent dye. The hollow glass spheres type 80A601 from
Dantec were used as tracer particles and faithfully followed the wave and flow dynamics. The
volume weighted particle size distribution was measured with a Mastersizer 2000 laser diffrac-
tion particle size analyzer from Malvern Instruments. In Figure 2.5 (a), the size distribution
is plotted. The median particle size was dV ,50 = 9.64µm and the grade of dispersity [145] was
ξd = (dV ,84 − dV ,16)/(2dV ,50) ≈ 0.45. The quantities dV ,j denote the particle sizes, which were
greater than or equal to j% of all particles. The manufacturer’s data sheet indicated a mean
particle diameter dp = 10µm and density ρp = 2230 kg/m
3. The sedimentation speed can be
calculated in line with Happel and Brenner [146] to wsed = dp
2g(ρp − ρ)/(18η) which yields
wsed = 6.94× 10−4 mm/s for the silicon blend used in the experiments. This velocity is several
orders of magnitude smaller than the velocities of the different flows considered.
An organic compound Quinizarin from Sigma-Aldrich was dissolved in the silicon oil and
was used as a fluorescent dye. The spectral properties namely the absorption and emission
spectra for an excitation at 450 nm are displayed in Figure 2.5 (b). The absorption spectrum
was recorded with a Lambda 750 UV/Vis/NIR spectrophotometer from PerkinElmer. The
emission spectrum for the 450 nm excitation was measured with a Cary Eclipse fluorescence
spectrophotometer from Agilent. The data was recorded in 0.5 nm steps.
2.2. Measurement setups
The description of the measurements setups in this Section is based on the publications [63,84,
92,95,98,126,139–144].
2.2.1. Flow rate
The overall volume flux V˙ which was produced by the two eccentric pumps, explained in
Section 2.1.1 and exemplarily shown in Figure 2.6 for a five hour measurement, was measured
with an ultrasonic flow meter type Deltawave C from Systec controls. The flow meter was
mounted on the pipe between the pumps and the inflow tank. Occasionally, the measurement
of the flow meter was counterchecked with an analog flow meter type RW-RD 40 from Aqua
Metro, which was mounted on the outflow of the channel.
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Figure 2.6.: The measured volume flux V˙ for a five hour measurement.
The overall volume flux was used to calculate the two-dimensional flow rate q˙2D = V˙ /bc, which
is assumed to be constant over the whole width of the channel. The no-slip condition and
the capillary rise effect caused by the sidewalls provoke a dependency of the flow rate on the
spanwise y-coordinate q˙3D = q˙(y). Scholle and Aksel [15] analytically calculated the flow rate
for flat substrates q˙3D(y) and showed that the deviation from the flow rate at the channel center
q˙3D(bc/2) and the present calculated flow rate V˙ /(bc) is less than 1%. In case of undulated
substrates no similar study exists hence it was assumed that a similar behavior is at hand.









for the corresponding Nusselt flow [14] with the film thickness hn, the free surface velocity
us,n and the parabolic velocity profile ~u(z). The required characteristic length and velocity















(2hn − z)z~ex. (2.3)
2.2.2. Steady flow
The measurement technique for the detection of the steady state free surface h0(x) of the film
flow is shown in Figure 2.7. In order to uncover h0(x) the fluorescent dye Quinizarin was
dissolved in the silicon oil, as described in Section 2.1.4. This organic compound was excited
in the center of the channel in the x-z-plane by narrow laser lines from at least two 70 mW
lasers type FP-MVmicro-450-70-10-F by Laser Components. The laser lines were overlaid and
the lasers were mounted in their working distance from the oil surface, see Figure 2.8. The
continuous laser emission had a central wavelength of 450 nm.
The fluorescence of the liquid was recorded with a high-speed camera CR600x2 from Optronis
(camera 1 in Figure 2.7 and 3 in Figure 2.8) with a spatial resolution of 20µm/pixel and a
size of the image in x-direction of xc ≈ 28 mm. Scattered incident laser light was blocked
from the camera with an appropriate optical longpass filter with a 50% cut-off wavelength of
550 nm. In order to avoid distortion from the capillary rise and side wall effects, the camera
was inclined with respect to the y-axis by 20◦. An exemplary image of the steady state flow
over a rectangular substrate is shown in Figure 2.9 (a). The perspective view was corrected
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Figure 2.7.: Experimental setups for the measurements of the free surface shape of the steady film flow (Section
2.2.2), the free surface shape of the perturbed film flow (Section 2.2.4) and the flow field structure of both steady and
perturbed film flow (Section 2.2.5). The steady and perturbed free surfaced were illuminated by multiple blue diode
lasers and recorded by camera 1. The flow field structures were revealed by single particle tracking measurements.
Tracer particles mixed in the silicon oil were illuminated with a red line laser and recorded by camera 2 which position








Figure 2.8.: Experimental setup for the steady flow and wave evolution/dynamics: [1] linear motor with paddle
to generate waves, [2] three 70 mW line lasers to illuminate the oil, [3] high-speed camera, and [4] traversing unit.




Figure 2.9.: (a) Exemplary image of the steady state flow over a rectangular substrate with W /L = 10/30 and
Re = 16. The substrate’s contour is marked with a red line. (b) Image of the calibration plate that was used to
correct the perspective view from above. The dots on the ceramic plate have a diameter of 0.25 mm and a distance
of 0.5 mm.
with a calibration, see Figure 2.9 (b). With the help of the calibration picture each pixel was
assigned to a position in the x-z-plane.
In order to process the recorded images, an edge-detection algorithm was developed in MatLab.
The steps described in the following can be partially seen in Figure 2.10. First, a Gaussian filter
was applied to get rid of the high frequency noise. Second, for every column the brightness
function was read out, exemplarily shown for one column in Figure 2.10 (b) [the column is
indicated by the dotted orange line in Figure 2.10 (a)]. Third, the first and second derivative
of the brightness function are calculated for each column. In order to find the maximum of the
first derivative the second derivative was used. The first derivative for the exemplary column
is plotted in Figure 2.10 (c). The z-coordinate of the maximum of the first derivative of the
brightness function represents the steady state free surface h0(x), i.e., the upper boundary of
the flowing silicon oil. Now, all columns have to be recombined to the steady state free surface,
which is plotted as a red line in Figure 2.10 (a).
2.2.3. Linear stability
In order to gain information on the flow’s linear convective instability, a measurement setup
and technique related to preceding approaches was used [35, 63, 80, 84, 92]. The experimental
setup used is shown in Figure 2.11. As displayed there, a paddle is mounted at the inlet of
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Figure 2.10.: Determination of the steady state free surface of the flow over a rectangular substrate with W /L =
10/30. (a) One exemplary image. (b) The brightness function plotted for the pixel coordinate indicated with the
dotted orange line in (a). (c) The first derivative of the brightness function.
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Figure 2.11.: Experimental setup for the measurements of the convective free surface instability. Modified and
reprinted with permission from Scho¨rner et al. [63]. c© AIP Publishing.
the channel in front of the topography and was tightly fitted in the channel. The paddle was
permanently dipped into the silicon oil and continuously oscillated in a sinusoidal motion in the
z-direction with a small peak-to-peak paddle amplitude Ae ≤ 0.5 mm. The paddle was driven
by a linear motor type E1250-IP-UC/V1RE from LinMot, as described in Section 2.1.1. With
the up- and downward motion of the paddle the impounded silicon oil is periodically released
and the volume flux V˙ of the steady state flow was varied leading to time-periodic, small
traveling free surface waves with a frequency between 0.5 Hz ≤ fe ≤ 15.0 Hz and an amplitude
aw < 0.1 mm [126,139]. Due to the small wave amplitude the waves can be considered as linear
waves [98,126,139].
For probing the stability of the flow against these free surface perturbations two diode lasers
type FP-D-635-5-C-F from Laser Components were mounted at the streamwise coordinates
x1 and x2. The positions x1 and x2 were appropriately chosen to exclude inflow and outflow
effects [92] and to avoid a corruption of the measurements due to an insufficient distance x2−x1.
Both lasers were parallel fixed in the y-z-plane with an inclination of β = (20± 2)◦ against the
y-axis. The stability of the flow against free surface perturbations was probed in the middle of
the channel y = bc/2, hence the laser spots hit the free surface on a crest of the topography in
the channel center. After an optical path of at least 3 m the reflections of the laser spots hit a
screen. Whenever a traveling free surface wave passes the reflection spots in the channel the
reflections on the screen starts oscillating. The amplitude of the oscillation of the reflections
is proportional to the amplitude of the traveling free surface wave at its respective position
in streamwise direction. To be more precise, the maximum slope 2piaw/λw of the free surface
contour of the traveling wave at the respective position xi is proportional to the oscillation
amplitude of the laser spots on the screen.
The screen was captured with a CCD camera type DMK 31BU03 from IC Imaging with a
frame rate of 30.0 Hz. Each laser spot was recorded 512 times and processed with a Gaussian
filter to reduce image noise, whereas the threshold was set to 80% of the brightest pixel. The
center of the sharp-edged spot was calibrated in space with a reference calibration image in
order to avoid distortions from a perspective view. The inlays in Figure 2.11 show the position
of the laser spot in the x′-z′-plane and were denoted as
pi(t) = (px′,i(t), pz′,i(t)), i = {1, 2}. (2.4)
In Figure 2.12 (a), a typical example for the recorded pathlines pi(t) is given. Figure 2.12 (b)
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Figure 2.12.: (a) Positions of the spots of the upper laser (black) and the lower laser (rose) on the screen. (b)
Excerpt of the x ′- and z ′-components of the time-dependent positions (a) of the laser spots. (c) Absolute values of
the Fourier transformed signals of the laser spots of the measurement shown in (a) and (b). (d) Dependence of the
amplitude difference ∆B on the Reynolds number. The example shown in (a) - (d) corresponds to Rec, A = 8 mm,
L = 19 mm, W = 1 mm and α = 21◦. In (a) - (c), Re = 9.66 and fe = 2.05 Hz. In (d), the Reynolds number was
varied while fe = 2.05 Hz and all other system parameters were kept constant. Modified and reprinted with permission
from Scho¨rner [141].













pˆx′,i2(f ′) + pˆz′,i2(f ′) (2.6)
which were calculated according to Pollak et al. [84]. In Figure 2.12 (c), the absolute values
pˆi(f
′) of the two-dimensional Fourier transformed signals pˆi(f ′) are displayed. The main peak
represents the paddle excitation frequency fe. The higher harmonic frequencies or frequencies
of external noise [shown in the inlay in Figure 2.12 (c)] are two orders of magnitude smaller
and hence do not influence the waves shape drastically and the wave remains sinusoidal.
The main frequencies in the Fourier space pˆi(f
′) were fitted with a Gaussian fit and the ampli-
tudes of the Gaussian fit Bi were read out. Since the amplitudes Bi are directly proportional
to the amplitude of the traveling waves aw it is possible to state whether a wave is convectively
unstable or stable against the disturbance by looking at the difference of the two amplitudes
of the Gaussian fit ∆B = B2−B1. The flow is convectively unstable against the disturbance if
the wave was amplified in streamwise direction (∆B > 0). If the wave is damped in streamwise
direction, the flow was denoted as stable against the free surface disturbance (∆B < 0). The
whole Reynolds number and frequency range considered was scanned with small steps in both
directions Re and fe to find the stable and convectively unstable regimes. Both regimes are
separated by the neutral curve where the difference between the amplitudes for the two probing
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Figure 2.13.: The sketch shows a series of measurements over a sinusoidal substrate. Due to technical limitations,
the whole channel could not be measured at one shot. Exemplary measurement positions two through five are shown.
The recorded areas show overlaps to the adjacent ones. These were used to erase the mismatches between the
fragments of the unsteady waves which are shown in the lower part, and join them together. Modified and reprinted
with permission from Reck and Aksel [126]. c© AIP Publishing.
positions is equal zero ∆B = 0. This decisive point is only hit by chance in the experiment,
hence the neutral point was found by a linear interpolation between neighboring points in either
frequency or Reynolds number direction, please see Figure 2.12 (d). The neutral points were
determined with a precision of ∆f = ±0.2 Hz and ∆Re = ±0.5.
2.2.4. Wave dynamics
In order to gain information on the wave dynamics, a measurement setup and technique related
to preceding approaches was used [126,140]. The dynamics deal with traveling free surface waves
on the steady flow in the linear and nonlinear regime. The measurement setup was already
used for the detection of the free surface of the steady flow h0(x), please see Figure 2.7 with
camera 1 and Figure 2.8. The system consists of a linear motor type E1250-IP-UC/V1RE
from LinMot, as described in Sections 2.1.1 and 2.2.3, at least three 70 mW line lasers type
FP-MVmicro-450-70-10-F by Laser Components, as described in Section 2.2.2, a high-speed
camera CR600x2 from Optronis (camera 1 in Figure 2.7), as described in Section 2.2.2 and
a traversing unit type iMC-S8 by isel Germany AG, as visible in Figure 2.8. The high-speed
camera recorded 1200 images of the fluorescence of the silicon oil dye mixture with a frame rate
of 200 fps. For the analysis of the free surface shape h(x, t) the same edge-detection algorithm
was used as in Section 2.2.2.
Since the free surface waves travel on the surface of the steady flow the detected free surface
shape h(x, t) is a superposition of the free surface of the steady flow h0(x) and the unsteady
traveling free surface wave hc(x, t):
h(x, t) = h0(x) + hc(x, t). (2.7)
The recorded images have the length xc ≈ 28 mm, as described in Section 2.2.2 in order to have
a good spatial resolution. To follow the wave dynamics, it is necessary to capture the wave
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Figure 2.14.: The graph on the left side shows the amplitude-time-curves at the same downstream position x = 40 mm
for the measurements at positions two and three which have a slight phase difference. The phase difference φ2,3 in
radian measure can be read from the graph on the right hand side which displays the imaginary parts of the Fourier
Transformations of the two amplitude-time-curves against their real parts. Modified and reprinted with permission
from Reck [140].
along the whole channel length. Therefor, the measurement equipment, i.e., the lasers and the
high-speed camera, was mounted on a traversing unit which moved alongside the channel and
recorded the channel in fragments, which extend over x = 20 mm. The difference in the length
of the fragments x = 20 mm and the length of the recorded images xc ≈ 28 mm leads to an
overlap between two adjacent fragments, as visible in Figure 2.13.
Having captured all fragments along the channel, the MatLab algorithm calculated the free
surfaces of the perturbed flow hi(x, t), which have to be corrected by h0(x) to yield the con-
tinuous wave’s shape hc,i(x, t), please see Equation 2.7. These corrected fragments hc,i(x, t),
i = {1, ...,Nfrag} have to be recombined, whereas Nfrag is the substrate length divided by the
length of the fragments (x = 20 mm). Please, see exemplarily some fragmented continuous
wave’s shapes hc,i(x, t) in Figure 2.13. The aforementioned overlap between two adjacent units
is also visible in Figure 2.13. In the overlap region the unsteady traveling free surface wave
hc(x, t) clearly shows a discrepancy between two adjacent units. This discrepancy is caused
by the random starting times of the measurements, however due to the periodic nature of the
waves produced by the paddle, the unsteady waves repeat themselves after each period 1/fe.
Which means







with n being an integer. The time delay of the measurements between two units is denoted
as ti,i+m, whereas m is a neutral number symbolizing the distance between two fragments. In
the case of two adjacent units, ti,i+1 is only by chance equal to 1/fe. The mismatch shown
in Figure 2.13 can be erased by looking at the amplitude-time-curves as displayed on the left
side in Figure 2.14. The visible phase difference τ i,i+1 can be calculated by computing the
Fast Fourier Transformation F (hc,i(x, t)) of adjacent units in the overlap region. The phase
mismatch in radian measure φi,i+1 can be found by plotting the imaginary parts I against the
real parts R. This is exemplarily plotted for the fragments i = 2 and i = 3 on the right side in
Figure 2.14. The phase mismatch in time measure can be calculated by:
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The phase mismatch τ was calculated for all points in the overlap area yielding a higher accuracy
after averaging over all these points. For recombining the wave along the whole channel all
measurement positions have to be in the same phase, therefor all phase mismatches referring





hc,i(x, t+ τ1,i). (2.10)
An exemplary wave is displayed in Figure 2.15. The dents visible in Figure 2.15 for the rectan-
gular shaped substrate result from the data processing: the curved steady state free surface h0
of the stationary flow, which is induced by the substrate is subtracted from the time-dependent
resulting free surface h(x, t). For undulated substrates the top of the trench shows a slightly
higher amplitude than the bottom of the trench, yielding these pronounced dents in the wave
plots. The distance between these dents represents the wavelength of the substrate’s topogra-
phy. The origin of the dents is exemplarily shown in Figure 2.16, where the continuous wave
shape hc is plotted over an undulation.
2.2.5. Single particle Tracking
The flow pattern at the center of the channel was visualized by single particle tracking experi-
ments (SPT). With this measurement technique the steady state flow and the flow which was
perturbed by nonlinear traveling free surface waves were considered. The respective setup is
shown schematically in Figure 2.7. An Optronis CR600x2 high-speed camera (camera 2 in Fig-
ure 2.7), a 110 mW laser light sheet created by FP-L-635 line lasers from Laser Components
with a central emission wavelength of 635 nm, and nearly neutrally buoyant tracer particles
type 80A601 from Dantec with a mean diameter of 10 µm, described in Section 2.1.4, were
used. The light sheet had a width of about 0.5 mm in y-direction, lay in the x-z-plane, and
illuminated the entrained particles there. The camera was aligned parallel to the y-axis and
collected the light scattered at the above-mentioned tracers through the transparent side-walls.
At each experimental run 5000 images with a resolution of at least 40 µm/pixel were recorded.
The frame rate was set to 900 frames per second.
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Figure 2.16.: Part of a traveling free surface wave which is already corrected by the steady state free surface with
a sketch of the underlying substrate. Modified and reprinted with permission from Dauth and Aksel [143]. c© AIP
Publishing.
The acquired data was post-processed with an SPT technique based on the widely used Crocker-
Grier algorithm [148], implemented and extended according to Python Trackpy [149]. In a
nutshell, the individual particles were first localized with sub-pixel accuracy in each image
and then the particle coordinates of subsequent images were linked to a trajectory. Finally,
the spatial calibration in real-world coordinates was achieved with the help of the ceramic
calibration plate, shown in Figure 2.9 (b). An example image with tracer particles and their
trajectories is shown in Figure 2.17 for the steady state flow over a rectangular topography.
2.2.6. Wave screening
For the observation of the wave front, two different camera positions were used, namely a frontal
view and a view from above (bird’s eye view). A picture of the measurement setup is displayed
in Figure 2.18. Both observation methods were used at two different measurement positions in
the channel x = 94.0 cm and x = 170.0 cm.
xz
main ﬂow
Figure 2.17.: Example image with tracer particles (black dots), overlaid with particle trajectories (colored lines). The
contour of the rectangular topography with A = 8 mm, W /L = 1/9 mm, α = 10◦ is shown as a black line. Modified
and reprinted with permission from Dauth et al. [139]. c© AIP Publishing.
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Figure 2.18.: Experimental setup for the wave screening: [1] high-speed camera for the bird’s eye view recording, [2]
high-speed camera for the frontal view, [3] three 70 mW line lasers to illuminate the oil and [4] traversing unit. This
picture shows the configuration for the frontal view. For the bird’s eye view, the traversing unit has to be moved above
the channel and then recorded with camera [1]. Modified and reprinted with permission from Dauth and Aksel [144].
c© AIP Publishing.
Frontal view
In the frontal perspective of the wave front, the oil in a direction perpendicular to the flow
direction was illuminated with three 70 mW line lasers ([3] in Figure 2.18). The high-speed
camera ([2] in Figure 2.18) captured the profile of the wave front over almost the whole channel
width (160 mm) with a time resolution of 500 fps by recording the fluorescence of the oil of the
illuminated laser intersection. The incident laser light was blocked by an appropriate filter.
This way, a time resolution of the wave at one specific downstream position was achieved.
Bird’s eye view
The camera ([1] in Figure 2.18) recorded from a position above the channel. For this sake,
the whole measurement equipment on the traversing unit ([4] in Figure 2.18) was moved to a
different position (as depicted in Figure 2.18) and recorded the wave from above. White light
was used to illuminate the flow.
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3.1. Wave shapes in the nonlinear regime on film flows
3.1.1. Motivation
The linear stability of gravity-driven waves was studied extensively over flat and undulated
substrates. Leaving the linear regime into the nonlinear regime for flat substrates, the number
of publications decreases. For nonlinear waves over undulated substrates the number of publi-
cations decreases even further. In the available literature the external forced perturbation on
the flows was mainly sinusoidal but changed its shape on the way downstream into a concave
shape. There is no work considering the change of the wave’s curvature. The wave’s shape is
decisive for example for heat exchangers, since the amount of transported liquid in the wave
strongly depends on the wave’s curvature, which influences the efficiency of the heat transport.
Therefore, this Section focuses on the influence of the undulated topography on the curvature
of the traveling nonlinear free surface waves.
Figure 3.1 shows two examples of the traveling waves over the Flat and the Rec substrate with
W/L = 1/19. The two waves show a completely different behavior. In the case of the Flat
channel the traveling wave exhibits the well-known classical concave shape [124], whereas a
convex curvature of the wave for the Rec bottom profile is obtained. To ease the determination
of the type of curvature, the wave’s amplitude, shown in Figure 3.1, is overlaid with a spline
function to average over amplitude undulation caused by the dents (as described in Section
2.2.4). Calculating the second derivative of the fit directly yields the curvature type. The
difference in the curvature of both traveling waves provokes the question: What makes waves
over topographies either concave or convex?



















Figure 3.1.: Different curvatures for traveling free surface waves at fe = 1.0 Hz over a F lat (blue) and a Rec (red)
topography with W /L = 1/19 (red). For the wave over the flat substrate an offset is added due to lucidity. Modified
and reprinted with permission from Dauth et al. [139]. c© AIP Publishing.
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To understand the reasons behind the formation of different wave forms, a series of measure-
ments was carried out. The parameter space of the influencing parameters was classified into
two subspaces. On the one hand, there are the wave excitation properties, e.g., the excita-
tion frequency fe and the amplitude Ae. Both wave characteristics have been varied in the
experiments. On the other hand, the properties of the topography were varied. Firstly, the
wavelength λb of the Rec substrate was varied within λb = {0; 10; 20; 100;∞}mm with a con-
stant length of the top of the trench W = 1 mm. The Flat substrate can be either treated as a
rectangular substrate with infinite or zero wavelength. Secondly, the substrate’s amplitude A
can be changed. In the experiments A = 8 mm was kept constant because already the ampli-
tude to wavelength ratio was changed by varying the wavelength λb. Thirdly, the shape of the
topography was modified, as shown in Figure 2.3.
This Section 3.1 is based on the publication ”What makes the free surface waves over topogra-
phies convex or concave? A study with Fourier analysis and particle tracking” by Dauth et.
al. [139].
3.1.2. Measured parameter space
The experiments in this Section have been carried out on all substrate shapes shown in Figure
2.3 (b), namely Sin, Rec, Saw and Flat. The substrate’s wavelength for the Sin and Saw
topography was kept constant at λb = 20 mm. In the case of the Rec substrate the wavelength
was varied within λb = {0; 10; 20; 100;∞}mm with a constant length of the top of the trench
W = 1 mm.
The linear and nonlinear waves considered in this Section were analyzed by the measurement
techniques: linear stability (Section 2.2.3), wave dynamics (Section 2.2.4), and single particle
tracking (Section 2.2.5). All measurements were taken at an inclination angle of
α = (10.0± 0.1)◦, (3.1)
a temperature of
θ = (23.0± 0.1) ◦C, (3.2)
and a volume flux of




The corresponding Reynolds number Re, Nusselt film thickness hn and the free surface velocity
for the Nusselt flow us,n can be calculated by Equations 2.2 and 2.3:
Re = 12.0± 0.5 , (3.4)
hn = (5.3± 0.1) mm, (3.5)
us,n = (233± 6) mm
s
. (3.6)
3.1.3. Variation of the topography wavelength
In this Section, the substrate wavelength λb is varied for the rectangular shaped topography.
The waves flowing over the five different substrates with λb = {0; 10; 20; 100;∞} mm were
compared and stated the differences.
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Figure 3.2.: Linear stability maps for the rectangular substrates with λb = {0; 10; 20; 100;∞} mm with W = 1 mm.
Red line: measured neutral curve for the flat substrate; black squares: measured neutral points for each substrate; blue
crosses: measured frequencies for traveling waves. Modified and reprinted with permission from Dauth et al. [139].
c© AIP Publishing.
The stability charts obtained for the flows over the rectangular topographies are shown in
Figure 3.2. The black dots indicate neutral points for small disturbances of the flows over
the undulations. The red line is the measured neutral curve for the flat substrate, which
corresponds to λb = {0;∞} mm. The blue crosses indicate the points (Re = 12, fe) where the
wave evolution was measured.
For the wave evolution measurements the excitation frequency was set to fe = 1.0 Hz for
all rectangular substrates, see Figure 3.3 (a). Two different types of wave curvatures can be
observed. Firstly, a concave shape for λb = {0; 10; 100;∞} mm is visible, whereas the flat
substrate and λb = 10 mm exhibit the clearest concave shape. Secondly, a convex shape for
λb = 20 mm is visible.
For each substrate wavelength the wave shape differs. Hence an interaction between the travel-
ing wave and the topography has a major impact on the propagation of the surface wave. The
waves were excited sinusoidal at the inlet. These waves change their shape on the way down-
stream to non-sinusoidal, see Figure 3.3 (a). Hence, all developed waves are a superposition of
waves of various wave numbers, which is investigated in the Fourier space, please see Figure
3.3 (c). For details on the Fourier decomposition see Reck and Aksel [126].
As the time evolution of the traveling wave over the various substrates is of interest those
are displayed in Figure 3.3 (b), in line with Trifonov [97] and Reck and Aksel [126]. The
traveling waves with the excitation frequency fe = 1.0 Hz are shown for five time steps
t = {0,T/4,T/2, 3T/4,T}. With the time evolution it is possible to calculate the wavelength
of the traveling waves with the help of the phase velocity. It is also possible to derive the
wavelength from the Fourier-Transformation. Both results are almost identical with a devia-
tion below 0.5%. In line with the FFT plots in Figure 3.3 (c), the values of the wavelength
computed by the FFT are shown.
For the flat incline, the excitation wave number ke and its higher harmonics combine to the
concave wave. In contrast to the flat substrate, for λb = 20 mm a completely new feature
occurs next to the basic wave number and its higher harmonics. Something similar to beat
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Figure 3.3.: (a) Evolution of waves over different rectangular substrates with λb = {0; 10; 20; 100;∞} mm with
fe = 1.0 Hz. (b) Time evolution of the traveling wave with fe = 1 Hz over one period for the four different substrates
in T/4 steps. (c) Wave number spectra for λb = {0; 10; 20; 100;∞} mm with fe = 1 Hz. The inlay shows the beat
peaks magnified for the rectangular substrate with λb = 20 mm. An offset is added to some curves in (a), (b) and
(c) due to lucidity. Modified and reprinted with permission from Dauth et al. [139]. c© AIP Publishing.
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Figure 3.4.: Comparison of the wavelength of the traveling wave with the wavelength of the substrate for various
excitation frequencies fe . Modified and reprinted with permission from Dauth et al. [139]. c© AIP Publishing.
wave numbers is visible for λb = 20 mm at kc = 40 − 60 m−1. This shows that the interaction
between the traveling wave and the substrate’s wave has a major impact on the evolving shape
of the traveling wave. The two major peaks in Figure 3.3 (c) for the yellow curve around
kc = 50 m
−1 are calculable with k1/2 = k0 ± ks, where k0 is the wave number corresponding
to the substrate undulation and ks is the wave number for the basic excitation and its higher
harmonics [126]. The substrates wavelength λb = 20 mm leads to k0 = 50 m
−1. This criteria
is fulfilled for the major peaks around k = 50 m−1. It can also be observed for the substrate
wavelengths λb = {10; 100}mm. For λb = 10 mm the beat wave number is around k = 100 m−1.
Yet the amplitude of the beat wave numbers is small which indicates only a weak interaction.
With λb = 100 mm the wave numbers k0 and ks are in the same region and it is hard to
distinguish between a beat wave number and a higher harmonic of the basic wave number
of the traveling wave. However, there is an interaction between the traveling wave and the
standing surface wave caused by the periodicity of the substrate. The major difference between
the substrates is the strength of this interaction. For λb = 20 mm the strongest interaction is
visible and for the other topographies only a weak interaction is at hand.
Figure 3.4 shows the wavelength of the traveling free surface wave versus the substrate’s wave-
length for various excitation frequencies. Starting from the flat substrate, represented by
λb = ∞mm, the wavelength of the traveling wave decreases until it reaches a minimum at
λb = 20 mm. Then it increases again for λb = 10 mm to a similar wavelength as the wavelength
of the flat topography, which can also be represented by λb = 0 mm. Concerning the wavelength
of the traveling wave it can be stated that very long and very short substrate wavelengths show
similarities with the flat substrate because the flat topography is the limiting case for the short
and the long wavelength of the substrate (λb = {0;∞}). All measured topographies have a
shorter substrate wavelength compared to the wavelength of the traveling wave for small ex-
citation frequencies. For all excitation frequencies the same trend is observable. In the next
Section the frequency dependence of the traveling wave will be analyzed in more detail.
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Figure 3.5.: Evolution of traveling waves over the flat substrate for different excitation frequencies fe . An offset
is added to some curves due to lucidity. Modified and reprinted with permission from Dauth et al. [139]. c© AIP
Publishing.
3.1.4. Variation of the properties of the surface wave
Evolution of traveling waves with different excitation frequencies
Figure 3.5 shows traveling waves over the flat substrate for various frequencies. All curves show
a decrease in the wave’s amplitude even though the excitation frequencies fe = {1.0; 1.5; 2.0}Hz
are in the unstable region for Re = 12. The amplitude lessens because the saturation amplitude
is smaller than the excitation amplitude. All curves in the unstable region exhibit a concave
wave shape for the flat substrate.
For the rectangular shaped topography with λb = 20 mm the curves are displayed in Figure 3.6.
The waves with the excitation frequencies fe = {1.0; 1.5; 2.0}Hz show a convex shape. This
leads to the conclusion that the excitation frequency does not influence the wave’s shape. For
the other substrates these measurements were also performed and indicate the same conclusion.
Evolution of traveling waves with different excitation amplitudes
The other possibility to probe the influence of the excitation properties is to change the paddle
amplitude Ae. It was set to three different magnitudes, Ae = {0.5; 2.0; 8.0}mm, these exci-
tation amplitudes provide waves in the linear (Ae = 0.5 mm), nonlinear (Ae = 8.0 mm) and
intermediate (Ae = 2.0 mm) region. For Ae = 0.5 mm the ratio of the perturbation’s amplitude
aw to its wavelength λw is smaller than 0.01, hence the waves are linear (see Section 2.2.3).
For Ae = 8.0 mm the ratio at the beginning of the channel is already larger than 0.01 hence
nonlinear waves are present. For all Ae the waves over undulated substrates grow downstream if
the disturbances are convectively unstable. The major difference between the measurements is
the measurement distance until the waves reach their saturation amplitude and shape. Hence,
the excitation amplitude does not influence the wave’s saturation shape and the results of these
measurements are not shown in this Section.
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Figure 3.6.: Evolution of traveling waves over the rectangular substrate with λb = 20 mm for various excitation
frequencies fe . An offset is added to some curves due to lucidity. Modified and reprinted with permission from Dauth
et al. [139]. c© AIP Publishing.
3.1.5. Variation of the topography shape
In contrast to Section 3.1.3, the topography’s shape is varied and its waviness was kept constant
at A/λb = 4/20. The waves over the different undulated geometries and the flat substrate are
compared.
The linear stability charts for the three undulated substrates of different shape are shown in
Figure 3.7. The graphs have the same appearance as the stability charts in Figure 3.2, explained
in Section 3.1.3. For all geometries an unstable isle was found around Re = 12.
In Figure 3.8 (a), the wave plots are displayed. The three undulated substrates show a convex






















Figure 3.7.: Linear stability maps for the sinusoidal, sawtooth and rectangular substrates with λb = 20 mm. Red line:
measured neutral curve for flat substrate; black squares: measured neutral points for each corrugated substrate; blue
crosses: measured frequencies for traveling waves. Modified and reprinted with permission from Dauth et al. [139].
c© AIP Publishing.
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Figure 3.8.: (a) Evolution of traveling waves over various substrate shapes with the excitation frequencies fe = 1 Hz.
(b) Time evolution of the traveling wave with fe = 1 Hz over one period for the four different substrates in T/4 steps.
(c) Wave number spectra for four different substrate shapes with fe = 1.0 Hz. An offset is added to some curves in
(a), (b) and (c) due to lucidity. Modified and reprinted with permission from Dauth et al. [139]. c© AIP Publishing.
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Figure 3.9.: Comparison of how the wavelength of the traveling wave changes with the shape of the substrate for
different excitation frequencies fe . Modified and reprinted with permission from Dauth et al. [139]. c© AIP Publishing.
wave shape. Yet, there is a difference in the order of convexity. The rectangular substrate
(Rec) exhibits a more convex wave shape than sine (Sin) and sawtooth (Saw), which both
show a similar characteristic behavior. Since the amplitude to wavelength ratio A/λb = 8/20
was kept constant, the undulation’s specific shape also plays a role for the evolution of a large
traveling wave.
In Figure 3.9, the wavelength of the traveling wave for various substrates and different excitation
frequencies is examined. The waves over the sinusoidally and sawtooth-like shaped topographies
exhibit a similar wavelength for all excitations, yet shorter than the wavelength of the wave over
the flat substrate. The wavelength λw is in between the wavelengths of the flat and rectangular
substrates. A similar behavior was seen for the curvature of the wave, see Figure 3.8 (a). This
indicates that the interaction between the traveling wave and the underlying flow field plays a
major role in the evolution of the large traveling waves.
In order to test this hypothesis, the Fourier space was investigated in Figure 3.8 (c). The results
for the flat (Flat) and the rectangular (Rec) substrate are already know from Section 3.1.3. For
the sinusoidal (Sin) and sawtooth-like (Saw) profile beat wave numbers are also found. The
beat amplitudes of the excitation and its harmonics are slightly weaker than the ones for the
rectangular topography. In this context the greatest interaction between the substrate and the
traveling wave for the rectangular substrate is visible and no interaction for the flat substrate.
The interaction strengths for the sinusoidal and sawtooth-like substrate are settled in between.
For all corrugations the interaction between the substrate and the traveling wave effects the
curvature of the traveling wave and its wavelength.
3.1.6. Study of dimensionless parameters
In this Section, the relations between the amplitudes and wavelengths of the traveling waves and
the substrates are compared. In Figure 3.10 (a), the wavelength of the traveling wave compared
to the substrate’s wavelength is plotted over the excitation frequency for the sinusoidal, the
sawtooth-like and the rectangular substrates. The rectangular substrate with λb = 20 mm, the
sinusoidal, and the sawtooth-like substrates have the same substrate wavelength and show a
narrow band in the Figure 3.10 (a). The wavelength of the traveling waves can also be seen in
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Figure 3.10.: (a) Ratio of the wavelength λw of the traveling wave and the wavelength λb of the substrate for
different excitation frequencies and substrates. (b) Amplitude ratio of the traveling wave and the substrate for various
frequencies and different substrates. (c) Amplitude to wavelength ratio of the traveling wave for various frequencies
and different substrates. Modified and reprinted with permission from Dauth et al. [139]. c© AIP Publishing.
Figure 3.4 and 3.9 in a different context. Substrates with the same wavelength lead to a similar
wavelength of the evolving wave.
Figure 3.10 (b) shows the amplitude ratio of the traveling wave and the substrate. All substrate
amplitudes are A = 8 mm hence the amplitudes of the traveling waves can easily be compared.
The sinusoidal, sawtooth, and rectangular (λb = 20 mm) substrates show a narrow band for the
frequencies fe = [1.0; 3.0] Hz. For fe = 4.0 Hz the amplitude of the wave over the rectangular
substrate leaves this band because of the different stability behavior, see Figure 3.7. The
maximum amplitudes of the surface waves aw for the other two rectangular substrates differ
strongly from the band.
Figure 3.10 (c) shows the amplitude to wavelength ratio of the traveling wave for different
excitation frequencies and substrate shapes. In the unstable region the ratio is bigger the more
the substrate deviates from the flat substrate with respect to waviness and wavelength, see
Figures 3.4 and 3.9. The rectangular substrate with λb = 20 mm shows the biggest deviation
from the flat substrate for the curvature and wavelength of the traveling wave, see Figures
3.3 (a), 3.4, and 3.9.
3.1.7. Particle tracking
This Section is devoted to the question why variations on the topography’s wavelength (Section
3.1.3) and shape (Section 3.1.5) affect the large and strongly nonlinear traveling free surface
waves considered in this work. In contrast to these waves, which can show a concave or a
convex shape dependent on the topography, the shape of small linear waves was found to remain
unaffected [63,99]. In Section 3.1.3 and 3.1.5, it was assumed that a strong interaction between
the traveling wave and the underlying fluid plays a major factor for the developing wave shape.
In this Section, this assumption will be fortified by single particle tracking measurements.
A significant interaction between the traveling wave and the underlying fluid will be shown,
furthermore a different penetration depth dependent on the substrate will be shown.
Figure 3.11 shows how the free surface varied over time at a fixed position in streamwise direc-
tion when a saturated wave (Ae = 8 mm, fe = 1.0 Hz) passed. Figures 3.11 (a) - (c) correspond
to the rectangular substrate with λb = 10 mm, Figures 3.11 (d) - (f) to the rectangular sub-
strate with λb = 20 mm and Figures 3.11 (g) - (i) to the sinusoidal substrate. One period of
the traveling wave corresponds to 200 time steps. The time is color coded. The respective
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Figure 3.11.: Variation of the free surface during one period of the traveling wave (Ae = 8 mm, fe = 1.0 Hz). (a) -
(c): rectangular substrate with λb = 10 mm. (d) - (f): rectangular substrate with λb = 20 mm. (g) - (i): sinusoidal
substrate. (a), (d) and (g): The free surfaces are plotted for one recorded second with 200 fps. This leads to a band
which represents the maximum and minimum local height of the free surface. (b), (e) and (h): show the free surface
enlarged for every fifth time step. (c), (f) and (i) show the evolution of the free surface for the same excerpt over
time for each second time step. (f) and (i) show the depletion region in front of the wave crest. The contour of
the free surface for t = 0, T/4, T/2, 3T/4 can be seen in Figure 3.12. Modified and reprinted with permission from
Dauth et al. [139]. c© AIP Publishing.
waves were shown, e.g., in Figure 3.3 (a) and Figure 3.8 (a). The bold black contour lines
in the Figures 3.11 (a), (b), (d), (e), (g) and (h) highlight the local maximal and the local
minimal height of the free surface during one period of the traveling wave. The width and the
shape of the resulting band indicates how large the traveling wave was compared to the whole
film and how uniform the local film thickness changed within one period of the corrugation
while the wave passed. The raw data for the analysis is given in the supplementary material
in publication [139] in form of videos.
The rectangular substrate with λb = 10 mm shows a narrow and flat band, hence the penetration
depth of the disturbance, which is the traveling wave, is small. For the rectangular substrate
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t = 0 T/2
T/4
3T/4
Figure 3.12.: Replotted figures of Figures 3.11 (b), (e), (h). For more optical clarity only time steps
t = 0, T/4, T/2, 3T/4 are shown. Modified and reprinted with permission from Dauth et al. [139]. c© AIP Publishing.
with λb = 20 mm the free surface is heavily disturbed by the traveling wave. A similarly strong
disturbance is visible for the sinusoidal substrate. For more optical clarity Figures 3.11 (b),
(e), and (h) are shown with only four time steps in Figure 3.12.
Moreover, for the two substrates with λb = 20 mm, a depletion region in front of the wave is
visible [126]. The rectangular substrate with λb = 10 mm doesn’t show a depletion region.
Now, the aforementioned interaction between the traveling surface wave and the underlying
flow field has to be proven. For this sake, single particle tracking was used and compared
the path lines of tracer particles for the steady state flow and the strongly perturbed flow
(Ae = 8 mm, fe = 1 Hz). The experiments were performed for the three different substrates
shown in Figure 3.11, the sinusoidal one with λb = 20 mm and the two rectangular ones with
λb = {10; 20}mm.
Figure 3.13 shows the path lines for the rectangular topography with λb = 10 mm. Both the
steady state flow [Figure 3.13 (a)] and the perturbed flow [Figure 3.13 (b)] are shown. Hardly
any interaction of the traveling wave with the stationary flow is visible. The rectangular
substrate with λb = 20 mm showed strong interaction, which can be seen in Figure 3.14. The
steady state eddy, shown in Figure 3.14 (a) breaks up when the traveling wave passed and
mixed with the fluid of the wave. Hence, the disturbance is not restricted to the free surface,
as it is the case for small linear waves. The penetration depth is large and the whole film flow
is heavily disturbed by the wave traveling over the substrate. For the sinusoidal substrate the
interaction strength between the large traveling surface wave and the underlying flow field lies
qualitatively between the one of the two rectangular topographies (see Figure 3.15).
3.1.8. Conclusions
In this Section (3.1), gravity-driven traveling free surface waves over undulated substrates
were considered. Therefor, the flow was perturbed with different excitation frequencies and
amplitudes. Furthermore, the substrate was changed in two ways. Firstly, the amplitude
to wavelength ratio for a rectangular substrate was varied by elongating or shortening the
substrate’s wavelength. Secondly, different substrate shapes were used, namely, rectangular,
sinusoidal, flat and sawtooth-like.
Two different kinds of wave shapes are reported, i.e., a convex and a concave wave curvature.
For a fixed substrate the variation of the excitation frequency does not affect the curvature
shape of the traveling wave. The same is valid for the excitation amplitudes.
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Figure 3.13.: Particle tracking images for the flow over the rectangular substrate with λb = 10 mm. (a) Steady state
flow, (b) perturbed flow (Ae = 8 mm, fe = 1 Hz). Modified and reprinted with permission from Dauth et al. [139].
c© AIP Publishing.
For all undulated substrates an interaction of the traveling free surface wave with the sub-
strate’s wave is found, which is clearly visible in the Fourier space [Figures 3.3 (c) and 3.8 (c)].
The interaction strength differs strongly for different substrates. Substrates with the same
topography wavelength show a similar interaction strength [Figure 3.8 (c)], a similar curvature
of the traveling wave (convex) [Figure 3.8 (a)], and a similar wavelength of the traveling wave
(Figure 3.9) even though the substrate shapes differ. The substrates with very long or very
short wavelengths exhibit a steady state flow near the free surface similar to the flow over a flat
substrate [Figure 3.13 (a)]. In these two cases the waves exhibit a weak interaction strength
[Figure 3.3 (c)] and the curvature resembles to that of the flat substrate [Figure 3.3 (a)]. Con-
cluding, the phenomena occurring over the flat substrate can be reached by these two limiting
cases (λb → {0;∞}). Beyond the shape, also the wavelength and amplitude of the traveling
wave prove this educated guess [Figures 3.4 and 3.10 (c)].
The particle tracking measurements unveiled the interaction mechanism more clearly. The
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Figure 3.14.: Particle tracking images for the flow over the rectangular substrate with λb = 20 mm. (a) Steady state
flow, (b) perturbed flow (Ae = 8 mm, fe = 1 Hz). Modified and reprinted with permission from Dauth et al. [139].
c© AIP Publishing.
rectangular limiting case shows almost no interaction of the traveling wave with the underlying
flow [Figure 3.13 (b)]. This weak interaction leads to a concave traveling wave shape similar
to the flat substrate when this type of interaction is not present. On the other hand, a strong
interaction for some substrates [Figures 3.14 (b) and 3.15 (b)] is clearly visible. Even an eddy
break up may be visible [Figure 3.14 (b)]. For strong interactions a convex curvature of the
traveling waves is always at hand.
It can be conjectured that the free surface shape of the corresponding steady state flow dictates
the interaction strength. Particle mixing provokes a drag force by flinging particles from the
underlying steady state flow in the traveling wave [Figures 3.14 (b) and 3.15 (b)]. These
particles fill the formerly concave wave and result in a convex shape.
Scho¨rner et al. [63] performed a gedankenexperiment which concludes that the steady state free
surface is decisive to the linear stability behavior. In this Section 3.1, it is stated that the evo-
lution of linear and nonlinear traveling waves is dictated by the steady state free surface. This
explains the similarity of the traveling waves over the sinusoidal, sawtooth-like and rectangular
substrates because they exhibit a similar steady state free surface due to eddy formation in
the troughs. With this assumption an inverse optimization problem may be triggered: Which
substrate exhibits the most wavy steady state free surface and hence results in the most convex
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Figure 3.15.: Particle tracking images for the flow over the sinusoidal substrate with λb = 20 mm. (a) Steady state
flow, (b) perturbed flow (Ae = 8 mm, fe = 1 Hz). Modified and reprinted with permission from Dauth et al. [139].
c© AIP Publishing.
shape of the traveling wave?
Another gedankenexperiment can be performed which sees the inertia (Reynolds number or
volume flux) as a major influence. Based on the increase of the film thickness by increasing
the volume flux the steady state free surface smoothens. For very high Reynolds numbers the
steady state free surface of a flow over undulated substrates converges against the steady state
free surface of a flow over a flat substrate and hence the waves should change their curvature to
a concave shape. In the following Section 3.2, the influence of the increase of inertia is observed.
Yet, the focus is changed to a new topic since novel phenomena were observed.
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3.2. Wave breaking of nonlinear waves on film flows
3.2.1. Motivation
This Section is dedicated to the novel finding of wave breaking in gravity-driven viscous film
flows over topographies. Although, wave breaking is well-known in the field of hydrodynamics
and visible, e.g., at the beach, the conditions leading to the wave breaking of oceanic waves are
not present in our system [150, 151]. While breaking of oceanic waves is well-known textbook
knowledge, this is not the case for the wave breaking of gravity-driven free surface waves in a
highly viscous channel flow.
Here, we consider the closest analogon to the channel flow, which are shallow water waves.
Shallow water means that the height of the water is small compared to the wavelength of the
wave. This is also the case for the channel flow discussed here. For this kind of flow a theory for
wave evolution and breaking exists, see Stoker [151]. This theory is mathematically analogous to
the shock in a compressible flow of a gas, where the viscosity is neglected (utt−c20uxx = 0) [151].
In the present oil flow the viscosity is about two magnitudes larger than the viscosity of water
and hence not negligible. Furthermore, the bottom at the beach is inclined with a positive slope
with respect to the wave vector/wave’s direction of motion. Hence, the water waves break into
an inclination. In contrast to the water wave inclination, in the considered measurement system
the slope declines. Also, the driving forces of the waves are completely different. Gravity is the
driving force for the system investigated here. Water waves are shear driven. Beyond this, the
basic state for the channel is the undulated steady state free surface. In case of water waves the
basic state is just a flat surface of rest even though there might be undulations on the ground,
see Figure 3.16.
steady state free surface
channel topography
α
(a) Channel flow (b) Beach flow
sloping beach
flat surface of rest
shear-driven wave directiongravity-driven flow direction
g g
Figure 3.16.: Sketch of the basic states with an indication of the driving forces: (a) steady state free surface (yellow
curve) for the film flow. (b) flat surface of rest (yellow line) for water waves.
Concluding, the theory of shallow water waves is not applicable to our system since the viscosity,
the bottom slope, the driving force and the undulation of the steady state free surface differ
strongly between both cases.
There is no theoretical nor experimental work available on the physical mechanisms, which
are responsible for the wave breaking and surface wave collapsing in film flows. Therefor,
this Section focuses on the influences of the substrate’s shape and wavelength, the excitation
frequency and amplitude on the traveling wave.
The present Section 3.2 is based on the publication ”Breaking of waves on thin films over
topographies” by Dauth and Aksel [143].
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# W (mm) L (mm) λb (mm) shape
0 0 or ∞ 0 or ∞ 0 or ∞ Flat
1 10 10 20 Rec
2 10 20 30 Rec
3 10 30 40 Rec
4 10 50 60 Rec
5 10 100 110 Rec
6 20 10 30 Rec
7 20 20 40 Rec
Table 3.1.: The list of all substrate combinations used for measurements. Different length combinations of top of
the trench (W ) and bottom of the trench (L) are used.
3.2.2. Measured parameter space
The experiments in this Section have been carried out on the rectangular Rec and Flat sub-
strate, shown in Figure 2.3 (b). The list of all combinations of W and L is shown in Table
3.1.
All measurements were taken at an inclination angle of
α = (10.0± 0.1)◦, (3.7)
a temperature of
θ = (23.0± 0.1) ◦C, (3.8)
and a volume flux of




The corresponding Reynolds number Re, Nusselt film thickness hn and the free surface velocity
for the Nusselt flow us,n can be calculated by Equations 2.2 and 2.3:
Re = 16.0± 0.5 , (3.10)
hn = (5.8± 0.1) mm, (3.11)




For all measured substrates, except the flat substrate, an undulated steady state free surface
is observable. In Section 3.1, it was stated that the steady state free surface is decisive for
the evolution of the traveling wave concerning the wave’s shape and wavelength. The steady
state free surfaces are plotted in Figure 3.17 for the flat and all undulated substrates. For the
substrates with W/L = {10/10; 20/10} the steady state free surface is almost flat and similar
to the steady state free surface of a flat substrate. For all other substrates a more pronounced
curvy steady state free surface is observable. Nevertheless, the magnitude of the curvature
shows major differences between the different substrates. This will be discussed in more detail
in the following Sections.
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Figure 3.17.: The steady state free surfaces for all substrates measured in this Section 3.2. An offset was added to
some curves for the sake of lucidity. Modified and reprinted with permission from Dauth and Aksel [143]. c© AIP
Publishing.
3.2.4. Screening different evolutionary behavior of the traveling wave
In Figure 3.18, the evolution of the maximal amplitudes of two waves is plotted over the
complete measurement length of two different substrates. The two substrates shown provoke a
different behavior of the traveling free surface wave referring to the amplitude evolution. The
red curve represents the amplitude of the traveling wave over the substrate with W = 10 mm
and L = 50 mm, see Figure 2.3 (b) and (c), and shows first an exponential growth of the
amplitude and then a saturation. For the processing of the amplitude discrete steps of 20 mm
in downstream-direction were used. For each discrete step the maximal amplitude in the 20 mm
x-space and the whole time space (6s, 1200 frames) measured was searched. The resulting
maximal amplitude is plotted in Figure 3.18. The spikes in the saturation region result from the
data processing: the steady state free surface is subtracted from the time-dependent resulting
free surface, hence the top of the trench shows a slightly higher amplitude than the bottom of
the trench, as described in Section 2.2.4 and exemplarily shown in Figure 2.16.



















Figure 3.18.: Amplitude plot of traveling free surface waves over two different topographies with W /L = 10/50 (red)
and W /L = 10/20 (black) with the excitation frequency fe = 1.2 Hz. The chart characteristics are circled and named.
Modified and reprinted with permission from Dauth and Aksel [143]. c© AIP Publishing.
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Figure 3.19.: Time evolution of one traveling wave with fe = 1.0 Hz over the substrate with W /L = 20/20 for four
different time steps for a small excerpt of the whole measurement distance. Modified and reprinted with permission
from Dauth and Aksel [143]. c© AIP Publishing.
For the black curve over the substrate with W = 10 mm and L = 20 mm a different evolution
of the amplitude of the traveling wave is observable. First an exponential growth is visible but
unlike the other graph the evolution of the amplitude does not show a saturation but abruptly
decreases in amplitude. This mechanism is denoted as wave breaking. After the wave breaking
a saturation similar to that on the other substrate occurs. However, it is worth noting that in
the red graph the maximal amplitude is the saturation amplitude and for the black graph the
maximal amplitude is almost twice as big as the saturation amplitude. This is the first report
in literature that a surface wave collapses in a gravity-driven viscous thin film flow [143].
Such a wave breaking effect is also visible for the substrate with W/L = 20/20. The wave
breaking mechanism can be shown in either the amplitude evolution of the traveling wave or in
the time evolution of the wave. In Figure 3.19, the time evolution of the traveling free surface
wave (fe = 1.0 Hz) over the substrate with W = 20 mm and L = 20 mm is plotted for different
time steps with ∆t = 1/20 s. For the sake of lucidity, only a small excerpt of the measurement
distance is picked, i.e., x = [1290; 1510] mm. The blue line which represents t = 0 s shows the
maximal amplitude of the traveling wave. For the next time step t = 1/20 s (red line), the
amplitude of the traveling free surface wave has already slightly decreased. For one time step
further t = 2/20 s (yellow line), the amplitude reaches a minimum, which is less than half of
the maximal amplitude at t = 0 s. This rapid (∆t = 2/20 s) decrease of the traveling wave’s
amplitude corresponds to the above-mentioned wave breaking and constitutes a new feature for
traveling waves over thin film flows. For further time steps, the amplitude of the traveling wave
increases again to a saturation amplitude. This phenomenon was also visible in Figure 3.18 for
the wave over a different substrate (W/L = 10/20). The graphs in Figure 3.19 give the reader
an understanding of the time period in which the wave breaking happens.
3.2.5. Screening different substrates and excitation frequencies
In this Section, the behavior of the traveling waves over substrates is analyzed in more detail.
In Figure 3.20, the amplitude evolution for four exemplary substrates at various frequencies
is displayed. It can be distinguished between three different types of evolutionary behavior,
namely saturation, single wave breaking, and multiple wave breaking. In Table 3.2, the sub-
strates and the corresponding categorization of the above given wave evolution behavior are
listed. Here, only the most prominent examples are selected from all experiments carried out
in this study.
The well-known case of the flat substrate (W = 0 or∞; L = 0 or∞), see Figure 3.20 (a), serves
as a reference for the wave evolution. In all other substrates, a bottom undulation is yielded
51
3. Results and discussion
(a)
Flat substrate

























































































Figure 3.20.: Amplitude plots for four exemplary measured substrates (see Table 3.1) for different excitation frequen-
cies. The three different amplitude evolutions (saturation, single wave breaking, and multiple wave breaking) visible in
the plots are listed and categorized in Table 3.2. Modified and reprinted with permission from Dauth and Aksel [143].
c© AIP Publishing.
due to the variation of the two building blocks in a not limiting case and hence an undulated
steady state free surface, see Figure 3.17.
For the substrates with the combinations W/L = {10/10; 20/10; 10/50; 10/100} and the flat
substrate, which are represented by the graphs (a) and (b) in Figure 3.20, the amplitudes show
an exponential growth and a saturation, when the disturbance is settled in the convectively
unstable regime. For the waves with a frequency within the stable area, the amplitude just
decreases.
Reck and Aksel [125] found recirculation areas underneath free surface waves, which made the
wave become saturated. These recirculation areas were found in solitary waves over a flat
substrate. It was not possible to measure these surface rollers for the geometries used due
to the two-dimensional movement of the traveling wave caused by the undulated substrates.
Nevertheless, it is assumed that these surface rollers primarily lead to a non-breaking saturated
wave for unstable frequencies.
Furthermore, a new kind of behavior for traveling waves over thin film flows is observed. The
substrates with W/L = 10/20 and W/L = 20/20, which are represented in Figure 3.20 (c) by
W/L = 10/20, exhibit an exponential growth and a rapid decrease of the amplitude of the
traveling wave, which is interpreted as a single wave breaking (please compare to Figure 3.18
and 3.19). The amplitude reached a saturation level after the wave has broken. The saturation
is similar to the substrates discussed before. This means the traveling free surface wave grows
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# W (mm) L (mm) saturation single wave multiple wave
0 0 or ∞ 0 or ∞ x
1 10 10 x
2 10 20 x
3 10 30 x
4 10 50 x
5 10 100 x
6 20 10 x
7 20 20 x
Table 3.2.: List of all substrates and the categorization for the three phenomena (saturation, single wave breaking
and multiple wave breaking).
rapidly until it is in an energetically unstable state, collapses, and finds an equilibrium state.
Another behavior for the amplitude evolution of the traveling free surface wave was found over
the substrate with W/L = 10/30 [Figure 3.20 (d)]. There, an exponential growth followed by a
wave breaking and a rapid re-growth and re-breaking of the wave was found. The difference to
the case discussed before with the single wave breaking is that the amplitude does not converge
into a saturation level but shows multiple wave breaking. This leads to the conclusion that
the wave can not find an equilibrium state for the amplitude within the observation area when
multiple wave breaking occurs.
For all substrates, a set of excitation frequencies was measured but for the sake of lucidity
only a few curves for the exemplary substrates are shown in Figure 3.20. In Figure 3.21, the
wave evolution is shown for one fixed frequency over three different substrates. By comparison
of the graphs it can be concluded that the critical frequency, at which the last wave breaking
characteristic occurs, is a function of the steady state free surface as a reaction to the substrate.
For the substrate with W/L = 20/20, the excitation frequencies fe = {1.0; 1.1; 1.2}Hz show
a single wave breaking. The geometry with W/L = 10/20 shows single wave breaking for
fe = {1.0; 1.1; 1.2; 1.3; 1.4; 1.5}Hz. Multiple wave breaking occurs at fe = {1.4; 1.5}Hz on the
substrate with W/L = 10/30. In order to find these critical values the excitation frequencies
was scanned in 0.1 Hz steps.
In Figure 3.20 (b), the four excitation frequencies show different saturation amplitudes. That
the saturation amplitude is a function of the excitation frequency on substrates, which show
a normal saturation, can also be seen in Figure 3.20 (a). In Figure 3.20 (c), the excitation
frequencies fe = {1.0; 1.2; 1.3}Hz show a similar saturation amplitude. For the two geometries,
which show single wave breaking, the saturation amplitude after the wave breaking is similar
and hence not a function of the excitation frequency in contrast to the substrates with the
normal saturation.
In Section 3.1, it was shown that the flat substrate is the limiting case for all substrate shapes
when the wavelength tends against zero or infinity. Therefor, the flow characteristics converge
for very short and long wavelength to the limiting case. In the experiments, a similar trend
for the categorization is observable. Substrates with a very long wavelength compared to the
length of the top of the trench show a normal saturation, see W/L = 10/100. In the other
direction for a very short wavelength, the same trend is visible, see W/L = 10/10.
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Figure 3.21.: Amplitude plots for fe = 1.4 Hz over different substrates. Modified and reprinted with permission from
Dauth and Aksel [143]. c© AIP Publishing.
3.2.6. Screening the excitation amplitude
In Section 3.2.5, different excitation frequencies fe were considered and a strong dependence
of fe on the categorization was observed. For all measurements shown until now, the paddle
excitation amplitude Ae was set to 8 mm. Now this amplitude was varied, and two more
values were studied. The steady state flow was excited with Ae = {0.5; 8.0; 16.0}mm. The
smallest amplitude is a borderline case between linear and nonlinear excitation [99]. With higher
excitation amplitudes Ae = 8.0 and 16.0 mm, nonlinear waves were excited with a difference in
their nonlinearity.
In Section 3.1 and in the work by Dauth et al. [139], it was shown that the excitation amplitude
does not influence the evolution of the wave’s shape and curvature. The results presented in
the present Section 3.2 extend those results on waves that can break: The excitation amplitude
does not affect the wave breaking character. Therefor, no graph is shown. This means that
linear and nonlinear waves transform into strongly nonlinear waves on their way downstream,
which break when their amplitude exceeds a threshold level.
3.2.7. Screening the wave breaking
Figure 3.22 (a) shows the time resolution of a traveling wave breaking over the substrate with
W/L = 20/20. Each of the seven time steps correlates to a picture in Figure 3.22 (b). The
pictures in Figure 3.22 (b) were taken with a high-speed camera from above the channel, which
was illuminated with spotlights. The frame rate was set to 200 fps. The blue dotted line
represents the wave front. Due to the no slip condition of the rigid boundaries, the wave fronts
are curved similar to Georgantaki et al. [83]. In line with the case of Georgantaki et al. [83],
the variation of the curvature in the flow direction is not visible. For the time step t = 0 s, the
wave has not collapsed yet, hence only the blue line is marked. This wave serves as a reference
frame for the following time steps and shows the maximum amplitude of all graphs plotted in
Figure 3.22 (a). For the next time step t = 13/200 s, the amplitude already slightly decreased
from its maximal value. In Figure 3.22 (b), a broad bubble, which almost extends over the
whole channel width, underneath the wave’s surface is visible and for the sake of lucidity circled
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Figure 3.22.: (a) Time evolution of the traveling wave over the substrate with W /L = 20/20 (see wave breaking in
Figure 3.20 (c) for W /L = 10/20) with the excitation frequency fe = 1.0 Hz for various time steps. (b) The view of
the traveling wave from above for the time steps used in (a). The wave front is marked with a blue dotted line and the
emerging bubble is circled with a red dotted line. For the sake of comparison the width of the pictures corresponds to
the channel width bc . (c) For the sake of lucidity a bubble is enlarged. Modified and reprinted with permission from
Dauth and Aksel [143]. c© AIP Publishing.
by a red dotted line. This means the wave already collapsed but the amplitude just slightly
decreased. The wave is breaking over the whole channel width, therefor the encapsulation of
air initially extends over the whole channel width. The broad bubble, encapsulated in the
wave, tries to minimize its surface while following the wave front. Hence, it contracts to an
energetically favorable state, as visible in the following time steps. The contracted bubble at
the channel center then rises to the surface of the traveling wave due to buoyancy. Furthermore,
it has to be mentioned that the bubble is traveling slower than the wave, which can be shown
by the distance of the blue and red dotted lines. That means the wave front strides away
from the bubble. The bubble is enlarged displayed in Figure 3.22 (c) and in Figure A.1 in the
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Figure 3.23.: The raw data of the traveling wave over the substrate with W /L = 20/20 with the excitation frequency
fe = 1.0 Hz recorded with a frame rate of 500 fps. Pictures (a) - (f) are already corrected by the inclination angle
α = 10◦. In (g) and (h) the red lines mark the maximal amplitude and the wave front, making the overlap more
visible. Modified and reprinted with permission from Dauth and Aksel [143]. c© AIP Publishing.
Appendix. Furthermore, a video of the bubble creation is available as supplementary material
of the publication by Dauth and Aksel [143]. Varchanis et al. [152] also found air inclusions on
films flowing down a rectangular corrugated vertical wall.
As mentioned before, the wave already broke for the time step t = 13/200 s, but the amplitude
of the traveling wave only slightly decreases from the steps t = 0 s to t = 13/200 s. This
phenomenon can be explained with the help of Figure 3.23. The pictures (a) - (f), which show
the raw recorded images of the film flow, are already corrected by the inclination angle of the
channel α = 10◦. As visible, the maximum amplitude of the traveling wave is not directly at
the wave front. The amplitude decreases when the bubble formation continues and the bubble
shifts out of the area with the maximum amplitude. In Figure 3.23, the time steps of the
pictures are given in the frames. The raw data is shown for an area around the x-coordinate
where the wave collapses.
Furthermore, it has to be mentioned that the wave shows an overlap at the wave front depicted
with red lines in Figure 3.23. This is already visible in Figure 3.23 (a) - (f) but the waves
are already corrected by the inclination angle α, there. In Figure 3.23 (g) and (h), the α-
uncorrected pictures are shown for the sake of lucidity of this overlap. In the raw data of the
waves over the substrates which do not show the wave breaking the overlap is not visible.
3.2.8. Screening the Fourier wave number space
In this Section, a closer look is taken at the waves before and after the wave breaking. Therefor,
the wave number Fourier space and the time evolution of the wave were analyzed. The evolution
of the wave over one time period is shown in Figure 3.24. It has to be remarked that only the
traveling wave for the Fourier analysis was used by subtracting the steady state free surface
from all time-dependent surfaces, see Section 2.2.4 and Dauth et al. [139]. In Figure 3.25,
the Fourier analysis of the traveling waves is shown for two distinct areas of the measurement
distance. For the traveling wave over the W/L = 20/10 substrate [see saturation in Figure 3.20
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Figure 3.24.: Time evolution of the traveling wave with fe = 1.0 Hz over one time period in T/4 steps. An offset was
added to some curves for the sake of lucidity. Modified and reprinted with permission from Dauth and Aksel [143].
c© AIP Publishing.
(b)], the whole measurement distance excluding 200 mm inlet length was used, the resulting
distance was divided in two sections (Beginning & End) and the 1D-Fourier was computed
for both regions. Both curves show a similar behavior. The main peak which represents the
excitation frequency fe and the beat wave numbers around k ≈ 33 m−1 are almost identical
for both curves. The only real difference is the strength of the higher harmonics of the main
excitation. In the first region (Beginning, blue curve), the wave is still growing and the second
region (End, red curve) mainly represents the saturated, fully developed wave, hence the higher
harmonics are better visible. Beat wave numbers have already been discussed and explained in
Sections 3.1.3 and 3.1.5 and by Dauth et al. [139] and Reck and Aksel [126].
For the graph in Figure 3.25 with the Fourier analysis of the wave over the substrate with
W/L = 20/20 [see wave breaking in Figure 3.20 (c)], the separation is not that easy. The
same inlet length was subtracted from the beginning of the channel. The separation point for
the two Fourier analysis spaces is the x-coordinate of the wave breaking. Around this decisive
point, a small space puffer is subtracted in both directions in order to avoid any wave breaking
frequency phenomena into the Fourier analysis. For the blue curve (Beginning), the main peak
representing the excitation frequency fe and the beat wave numbers around k = 25 m
−1 and
k = 50 m−1 are visible. There are almost no higher harmonics of the excitation frequency
visible in the Fourier space.
The second curve for the end of the channel (red line in Figure 3.25) mainly shows the saturated
new generated wave, which is caused by the wave breaking mechanism. For this domain, the
main peak representing the excitation frequency and multiple distinct higher harmonics are
visible. Furthermore, some major peaks are observable in the region of the beat wave numbers,
yet these are shifted and not as clear as in the region before the wave breaking. This is in
contrast to the similarity of the Fourier data of the substrate without the wave breaking. It
means the wave before and after the wave breaking is very different and it can be concluded
that a new wave emerged from the wave breaking.
3.2.9. Screening the wave impact
In Section 3.2.7, the raw data of the traveling free surface wave was shown in order to clarify
the amplitude behavior during and after the wave breaking with a special attention to the air
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Figure 3.25.: Wave number Fourier spectra for two different substrates W /L = 20/10 (top), with saturation,
abbreviated with sat, see Fig 3.20 (b) and W /L = 20/20 (bottom), with single wave breaking, abbreviated with sgl,
see Fig 3.20 (c) with the excitation frequency fe = 1.0 Hz: For W /L = 20/10 (top) the measurement length less
200 mm inlet length was divided in half as described in Section 3.2.8. The first area is shown in blue, marked as
“Beginning”, and the second area is shown in red, marked as “End”. For W /L = 20/20 (bottom) the inlet length was
also subtracted and the measurement area was divided in before and after the wave breaking. Modified and reprinted
with permission from Dauth and Aksel [143]. c© AIP Publishing.
(b) t=0s (c) t=4/500s
(d) t=6/500s (e) t=8/500s (f) t=9/500s (g) t=10/500s
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(j) t=20/500s (k) t=24/500s
Figure 3.26.: (a) The raw image of the steady state free surface of the liquid oil film over the undulated substrate.
(b) - (g) Raw images of the wave falling into the trough with a jet emerging. (h) - (k) The adjacent repeating unit
as a sequel to (b) - (g). Modified and reprinted with permission from Dauth and Aksel [143]. c© AIP Publishing.
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inclusion in the wave. In this Section, new findings of the impact of the traveling wave on the
steady state flow are shown. Since the channel including the substrate is inclined and undulated
geometries are used, a strongly curved steady state free surface is yielded. The steady state
free surface raw data is displayed in Figure 3.26 (a). In Figure 3.26 (b) and (c), the wave is on
its way breaking into the trough. The wave similar to the one in Figure 3.23 almost vanishes
by flattening out the trough, caused by the undulated substrate. After flattening the trough a
baby jet emerges, see Figure 3.26 (d). Eventually the jet evolves into a fully developed wave.
In order to get an understanding of the time domain for this process, time steps are given in
the pictures, whereas Figure 3.26 (b) was used as a random time reference t = 0 s. Notable is
that there is no pinch-off during the formation of the jet.
3.2.10. The steady state free surface as a major influencing parameter
Considering that always the same wave is impressed onto the steady flow for all substrates and
the waves develop so differently, the substrate and hence the steady state free surface might
have a major influence on the development of the traveling free surface wave. The steady state
free surfaces for the different substrates are plotted in Figure 3.17. It can be assumed that
the curvature of the steady state free surface mainly influences the evolution of the traveling
free surface wave, i.e., the wave breaking mechanism. The substrates with a very long trough
compared to the top of the trench (W/L={10/50;10/100}) show a smooth steady state free
surface despite the area around the top of the trench. In this area, the local curvature is steep.
All these substrates priorly discussed in this Section exhibit an amplitude evolution which does
not show a wave breaking mechanism. This means that not only a weak curvature but also an
only locally strong curvature does not lead to the new phenomena discussed in this Section.
Therefor, a strong mean or global curvature of the steady state free surface is required to see
the wave breaking mechanism of the traveling free surface wave.
For a closer look on the curvature of the steady state free surface, the first derivative of the
surface function is calculated. The derivatives are shown in Figure 3.27 and also indicate
that not only a locally strong curvature is sufficient for a wave evolution which leads to wave
breaking. This can be seen at the substrate with W/L = 10/50, for which the changes in
curvatures around the top of the trench are more pronounced. Nevertheless, a wave breaking
did not occur for any excitation frequency and amplitude.
3.2.11. Conclusion
In Section 3.2, thin film gravity-driven traveling free surface waves over undulated substrates
in a channel were considered. The steady state flow was perturbed with continuous waves of
different excitation frequencies. As substrates seven different variations made of building blocks
were used, see Figure 2.3 (c) and Table 3.1.
New phenomena concerning the evolution of the wave’s amplitude were reported. The first wave
breaking on this kind of flow was revealed and shown. Depending on the substrate’s shape it
can be distinguished between three different possible categories. First, the wave is exponentially
growing and converges into a saturation amplitude, see Figure 3.20 (a) and (b). This was already
seen by Dauth et al. [139], Reck and Aksel [126], and in Section 3.1. It was assumed that surface
rollers keep the wave on its way downstream in a stable condition [125]. Second, the wave is
exponentially growing until it reaches an undefined high amplitude and then abruptly collapses.
After the collapse, the wave converges into an amplitude saturation, see Figure 3.20 (c). This
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Figure 3.27.: The derivatives of the steady state free surfaces for all substrates measured in this Section 3.2. An offset
was added to some curves for the sake of lucidity. For the categorization see Table 3.2. The graphs are denominated
with abbreviations: sat means saturation, sgl means single wave breaking, and mpl means multiple wave breaking.
Modified and reprinted with permission from Dauth and Aksel [143]. c© AIP Publishing.
collapse is denominated as single wave breaking. At the wave breaking a broad air encapsulation
is visible underneath the surface of the traveling wave. This encapsulation extends over the
whole channel width, see Figure 3.22 (b). It contracts over time and forms a bubble at the
channel center. The bubble arises from underneath the wave to the surface of the oil film.
Third, the waves show an alternating exponential growth and wave breaking, see Figure 3.20
(d). This mechanism is denoted as multiple wave breaking.
For the waves over the substrates which show a single or multiple wave breaking a very narrow
band of excitation frequencies is reported where these new phenomena can occur. For all
substrates, the limiting excitation frequency differs despite having all other parameters fixed.
This leads to the conclusion that the critical frequency is a function of the substrate.
That the substrate’s shape is decisive for the evolution of the wave and the developed wave
shape was previously discussed by Dauth et al. [139] and Section 3.1. In this Section 3.2, it was
taken one step further and it was postulated that the steady state free surface and its curvature
are crucial for the categorization mentioned before, see Figure 3.17. A weak curvature of the
steady state free surface does not lead to a single or multiple wave breaking. Also a locally
strong curved surface is not sufficient for the wave breaking. Hence, a strong mean or global
curvature is needed for the wave breaking mechanism, see Figure 3.27.
In a nutshell, for breaking of waves over gravity-driven viscous films it is necessary that the
bottom slope is corrugated with some protruding, prominent, sufficiently high peaks as obstacles
which provoke corresponding peaks on the free surface of the steady film flow. The traveling
waves surfing over this undulated free surface of the steady film stumble over these peaks and
break. This chain of highly nonlinear, geometrical, and dynamic triple interaction of “the
substrate – the steady state free surface – the traveling wave” is the necessary cause to effect
paradigm of breaking of waves over gravity-driven viscous thin films.
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3.3. Turbulent wave fronts on film flows
3.3.1. Motivation
The increase of the inertia from Section 3.1 to Section 3.2 led to various unseen phenomena as
wave breaking on gravity-driven thin film channel flows. The fact that some wave breakings
bring a saturation with it and others were succeeded by more wave breaking and there is no
explanation for that, led to further experiments with an increase of the inertia. The inertia was
increased in two ways. First, the Reynolds number was varied. Second, the inclination angle
was drastically increased.
In Figure 3.28, two wave fronts recorded from the frontal view are displayed for one bottom
undulation (W/L = 10/30), equal Reynolds number (Re = 16), but different inclination angles
[(a) α = 10◦, (b) α = 15◦]. For α = 10◦, a regular shape of the intersection of the wave front
is visible, which can be seen by the smooth shape of the bright wave front. The two brighter
areas in the picture are caused by overlapping two laser lines. In contrast to α = 10◦, α = 15◦
shows an irregular shape of the wave front. This can be seen in the random height distribution
of the traveling wave. Both images were taken from the beginning of the wave front, meaning
the wave just entered the intersection.
This novel finding of irregular wave fronts triggered a wide range of experiments on the tran-
sition of regular to irregular wave fronts. In this Section 3.3, the experimental techniques
described in Sections 2.2.4 (wave dynamics) and 2.2.6 (wave screening) were used to study the
transition elaborately.
The present Section 3.3 is based on the publication ”Transition of regular wave fronts to irreg-












Figure 3.28.: Recorded images from the frontal view of the beginning of waves over the substrate with W /L = 10/30
and Re = 16. Inclination angles: (a) α = 10◦, (b) α = 15◦. Modified and reprinted with permission from Dauth and
Aksel [144]. c© Springer Nature.
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# W (mm) L (mm) λb (mm) shape
0 0 or ∞ 0 or ∞ 0 or ∞ Flat
1 10 30 40 Rec
2 20 20 40 Rec
3 10 50 60 Rec
4 10 100 100 Rec
Table 3.3.: The list of all substrate combinations used for measurements. Different length combinations of top of
the trench (W ) and bottom of the trench (L) are used.
3.3.2. Measured parameter space
The experiments in this Section have been carried out on the rectangular Rec and Flat sub-
strate, shown in Figure 2.3 (b). The list of all combinations of W and L is shown in Table 3.3.
All measurements were taken at the temperature
θ = (23.0± 0.1) ◦C. (3.13)
The volume flux V˙ was varied between four discrete steps




The inclination angle was varied between α = 10.0◦ and 30.0◦ in various steps
α = ((10.0; 11.0; 12.0; 13.0; 14.0; 15.0; 20.0; 25.0; 30.0)± 0.1)◦. (3.15)
The corresponding Reynolds number Re, Nusselt film thickness hn and the free surface velocity
for the Nusselt flow us,n can be calculated by Equations 2.2 and 2.3 and are shown in Table 3.4
for α = 10◦ and 30◦.
3.3.3. Irregular wave shape
To understand the irregular wave shape [see Figure 3.28 (b)], the whole wave from this specific
configuration was analyzed in more detail. The idea of the measurement is displayed in Figure
3.29 (a). Figure 3.29 (b) & (c) shows the evolution of one wave (fe = 1.0 Hz) at different time
steps as the wave travels through the illuminated laser intersection. In Figure 3.29 (b), t = 0 s
was plotted as a reference time step. In the following time steps, the wave front passes through
α = 10◦ α = 30◦
V˙ (cm3/s) Re hn (mm) us,n (mm/s) hn (mm) us,n (mm/s)
140 12 5.3 233 3.7 331
164 14 5.6 259 3.9 368
187 16 5.8 282 4.1 401
210 18 6.1 305 4.3 434
Table 3.4.: The list of all volume fluxes and Reynolds numbers used for measurements and the resulting flow parameter
for the inclination angles 10◦ and 30◦.
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Figure 3.29.: The time evolution at one position in the channel recorded with a frontal view. The waves are traveling
over the substrate with W /L = 10/30, Re = 16 and α = 15◦. (a) Idealized sketch of the waves measured with
exemplary laser intersections indicated by red lines. (b) Shows a good time resolution of one wave front flowing
through the illuminated laser intersection perpendicular to the flow direction. (c) Represents the wave tail of the wave
shown in (b). (d) Shows the next wave front. Modified and reprinted with permission from Dauth and Aksel [144].
c© Springer Nature.
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the intersection window. As visible in the time steps t = 10/500 and 12/500 s, the wave front
is flowing irregularly into the intersection perpendicular to the flow direction.
In the picture for the time step 34/500 s, an air encapsulation is clearly visible. This indicates
wave breaking phenomena before the wave passes the laser intersection. In Section 3.2 and
Dauth and Aksel [143], it was shown that multiple wave breaking is possible on this substrate
geometry. This phenomenon was shown for lower inertia (Re = 16 and α = 10◦) which also
showed the creation of bubbles but not the irregular wave front shape.
In Figure 3.29 (c), larger time steps are shown representing the wave’s tail. The tail of the
traveling free surface wave exhibits a regular structure. This demonstrates that the irregular
appearance is limited to the beginning of the wave, i.e., the wave front. The irregularity of the
wave front can be clearly seen in Figure 3.29 (b), but in order to check whether the irregularity
is also chaotic the beginning of the consequent wave is plotted in Figure 3.29 (d). The generated
wave had the frequency fe = 1.0 Hz and it was recorded with 500 fps. This means the time
steps 10/500 and 510/500 s and likewise 12/500 and 512/500 s and 14/500 and 514/500 s should
represent the same position of two consequent waves. The three time step pairs differ strongly.
This suggests that the irregularity of the wave front shows chaotic behavior. This chaotic
behavior will be discussed in more detail in the following.
In Figure 3.30 (b), intersections of 18 different waves are plotted. This is schematically shown
in Figure 3.30 (a). Since the generated waves have the frequency fe = 1.0 Hz and the pictures
are recorded with a time-lag of ∆t = 1.0 s, the pictures represent the same position in the
waves of consecutive waves. The comparison of the intersections of the wave fronts leads to the
conclusion that the waves are not repeating themselves in the measurement. This indicates a
chaotic system. A comparison was conducted for various time steps with the same result. This
chaotic behavior is limited only to the wave front, the tail of the wave shows a regular shape.
3.3.4. Evolution of traveling waves
The error of the excitation frequency ∆fe = 0.05 Hz might slightly distort the position in the
wave front. To check this, the traveling waves was recorded and it was tried to recombine them
with the technique described in Section 2.2.4. As described, areas of the length xc = 28 mm
have been recorded with a small overlap. This small overlap is needed to recombine all measured
units, as depicted in Figure 2.13. Since the time-gap of the recordings between two adjacent
units is random, a cross-correlation algorithm tries to combine all units which results in a
wave plot as displayed in Figure 3.31. If the waves are regular, they repeat themselves after
the period 1/fe because of their periodic nature, please see Equation 2.8. Hence, the cross-
correlation algorithm can recombine the adjacent units by correcting/eliminating all phase
mismatches. The phase mismatches can be seen in the lower part of Figure 2.13. The yielded
oil-air interface hc,i(x, t) (i = 2; 3; 4; 5) shows deviations, representing the phase mismatch.
A regular wave is shown in Figure 3.31 (a) for the substrate W/L = 20/10, Reynolds number
Re = 16, and inclination angle α = 10◦. The curve of the wave looks sound and has a
smooth appearance over the whole measurement distance. The dents in the plot are caused by
the used algorithm. The steady state free surface is subtracted from the time-dependent free
surface, yielding a higher amplitude at the top of the undulation compared to the bottom of
the undulation, see Figure 2.3 (c) in Section 2.1.2. An extract of a traveling wave, which is
already corrected by the steady state free surface, over a sketch of a substrate can be seen in
Figure 2.16 in Section 2.2.4.
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Figure 3.30.: Recordings at one position in the channel with a frontal view. (a) Idealized sketch of the waves
measured with exemplary laser intersections indicated by red lines. (b) The pictures were taken from 18 different
waves in a matching time delay for the excitation frequency; hence, all pictures represent the same position inside a
wave for different waves. The waves were taken of a flow over a substrate with W /L = 10/30, α = 14◦ and Re = 16.
Modified and reprinted with permission from Dauth and Aksel [144]. c© Springer Nature.
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Figure 3.31.: Evolution of continuous waves with fe = 1.0 Hz for: (a) W /L = 20/10, α = 10
◦ and Re = 16.
(b) W /L = 20/20, α = 15◦ and Re = 16. The inlay shows the problematic recombination area. The dotted lines
highlight the failure of the combination process. Modified and reprinted with permission from Dauth and Aksel [144].
c© Springer Nature.
Compared to the wave plotted in Figure 3.31 (a), the wave in Figure 3.31 (b) only shows
the smooth wave shape in the beginning of the measurement distance. The wave is traveling
over the substrate with W/L = 20/20 with an inclination α = 15◦ and Re = 16. For this
configuration, the irregular wave front is visible. The dents are larger compared to graph (a)
because the undulation of the steady state free surface is more pronounced due to the higher
inclination angle and the longer trough of the bottom contour. Until the downstream position
x = 1400 mm in this plot, the cross-correlation works fine. Then, the region of the chaotic
wave front of the traveling wave meaning the irregularity begins. At the wave front the cross-
correlation cannot connect adjacent units properly. The area in which the cross-correlation is
not working properly is marked in red in Figure 3.31 (b). The problematic area is enlarged in the
inlay. The yielded surface of the wave has jumps in the front area. The jumps are highlighted by
the gray dotted lines in the inlay. The red line in the inlay consists of about 2000 measurement
points in contrast to the gray dotted lines (0 measurement points) which are just included
to understand the problematic cross-correlation. Since the measurement was performed with
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200 fps and recorded 1200 images, the cross-correlation has five waves to recombine but cannot
find a proper match. In a nutshell, the wave fronts at this position are not repetitive and hence
the waves show a chaotic/turbulent character. From now on, the terms chaotic and turbulent
behavior are used for an irregular, non-repetitive and disordered appearance of the wave front
in this Section 3.3. Chaotic and turbulent are used as synonyms in this context.
3.3.5. Screening different phenomena
The view of waves from above is shown in Figure 3.32. In the pictures, the prominent features
are marked. The column (a) in Figure 3.32 shows the evolution of the fingering of the wave
front. For the sake of clarity, the fingering is highlighted in red. The time difference between two
adjacent photographs in column (a) is ∆t = 3/100 s. The fingering is developing from a short
streak into a long streak with a droplet at its tip. The streak narrows but lengthens/stretches
as the wave strides forward. Since the measured length for this pictures was limited to 182 mm,
it is not possible to see how the fingering ends. This kind of filament was not seen for regular
waves which broke. Hence, the fingering is just a feature of the chaotic wave [143]. The air
encapsulations visible in all pictures in Figure 3.32 are a result of the chaotic breaking of the
waves into the troughs of the bottom undulation.
In the column (b) in Figure 3.32, two fingerings are visible at the beginning (marked with
green) and these short fingers are splashing into the steady flow with a time lag. Small circles
are forming around the impact area of the splashes similar to the rings forming on water when
a droplet hits the surface. Yet the rings cannot spread out properly since the traveling wave
overtakes and overlaps these circles. These areas are highlighted with green surroundings.
Another phenomenon is visible in the column (c) in Figure 3.32. At first, a finger from the wave
front spreads out, but the filament raptures and results in a pinch-off. The form of the pinch-off
is a mixture between a streak and droplet formation. In the second picture, the wave-side part
of the fingering is marked in red and the pinched-off part is marked in blue and circled for the
sake of lucidity. These drop formation and pinch-offs are extensively investigated for different
systems by Eggers [153].
3.3.6. The magnitude of chaotic behavior
In Figure 3.33, the impact of the increase in the inertia is visible. By increasing the inclination
angle from α = 12◦ to α = 25◦ at fixed Re = 18, the area of the chaotic part of the wave
increases from a small portion of the image to the whole image with the length of 182 mm,
see Figure 3.33 (a). A similar result was found for an increase of the Reynolds number from
Re = 12 to Re = 18 at fixed α = 25◦, yet the change is not as drastic as the change for the
variation of the inclination angle since the magnitude of the change of the inertia is smaller,
see Figure 3.33 (b).
In Figure 3.33 (c), the evolution of the wave is shown along the whole channel length. The
recording was taken from a measurement with Re = 18, α = 25◦ and W/L = 10/30. As visible,
the chaotic region of the waves increases on its way downstream, indicated by the red lines
marking the beginning and end of the chaotic region for each wave.
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Figure 3.32.: Different phenomena highlighted in different colors. The measurements were performed on the W /L =
10/30 substrate with α = 25◦ and Re = 14 [for (a) and (b)] or Re = 16 [for (c)]. (a) Fingering extending from the
wave front. (b) Fingering splashing into the “steady flow” in front of the wave front. (c) Pinch–off with a mixture
of streak and droplet formation. Modified and reprinted with permission from Dauth and Aksel [144]. c© Springer
Nature.
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Figure 3.33.: Inspection of the chaotic area for various measurement settings on the substrate with W /L = 10/30.
(a) Top: Re = 18 and α = 12◦; Bottom: Re = 18 and α = 25◦. (b) Top: Re = 12 and α = 25◦; Bottom: Re = 18
and α = 25◦. (c) The evolution of the chaotic area (surrounded by red marks) on the way downstream. The inertia
was set to Re = 18 and α = 25◦. Modified and reprinted with permission from Dauth and Aksel [144]. c© Springer
Nature.
3.3.7. The pathway to chaos and conclusion
The scenario of flow configurations in gravity-driven films over topographies differs from that
over flat inclines. In gravity-driven films over flat inclines, one cannot distinguish between a
creeping and inertial flow by inspection of the parabolic flow field. In contrast to that, the
velocity profile (flow field) and the free surface of the gravity-driven films over topographies
change with the transition from the creeping to inertial flow. In the next transition from
the inertial steady flow to the traveling wave configuration, the (linear) stability charts of the
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Figure 3.34.: The frontal view on a wave front of a wave flowing over a flat substrate with the inclination angle
α = 30◦ and Re = 18. Modified and reprinted with permission from Dauth and Aksel [144]. c© Springer Nature.
gravity-driven films show various phenomena different from the classical transition on the flat
incline [100].
Excitations above the neutral curve for any substrate provoke linear waves to develop. Higher
excitations induce nonlinear waves which can show saturation, single wave breaking and mul-
tiple wave breaking [143]. Irrespective of the type, all wave configurations break at reaching
sufficiently high inertia depending on the substrate. This regular wave breaking is indicated
by one bubble creation over the whole channel width and subsequent contraction in the middle
of the channel. It is at hand to speculate that the wave breaking acts as a precursor for the
generation of chaotic wave fronts, which is shown in the following.
Dauth and Aksel [143] postulated that for breaking of waves over gravity-driven viscous films it
is necessary that the bottom slope is corrugated with some protruding, prominent, sufficiently
high peaks as obstacles which provoke corresponding peaks on the free surface of the steady film
flow. The traveling waves surfing over this undulated free surface of the steady film stumble
over these peaks and break. This chain of highly nonlinear, geometrical, and dynamic triple
interaction of “the substrate – the steady state free surface – the traveling wave” is the necessary
cause to effect paradigm of breaking of waves over gravity-driven viscous thin films.
This postulation was probed by using a flat substrate for the maximal inertia reached in the
measurement system. With the postulation by Dauth and Aksel, no chaotic wave should be
found as the necessary obstacles are not present. In Figure 3.34, the wave front for the flat
substrate with Re = 18 and α = 30◦ is shown. As visible, the wave front looks smooth and does
not show any indication for chaotic behavior. In contrast, far below this inertia all undulated
substrates probed for this study showed the chaotic character.
In the experiments the transition from the regular to the chaotic character of the wave fronts
was analyzed in more detail. In the beginning, a wave breaking is observed, which is indicated
by the bubble formation and necessary as a precursor for the chaotic behavior. After the first
wave breaking further breakings occur, leading to the characteristic chaotic wave front and
multiple air encapsulations. These wave breakings are not comparable to the first one since
they do not break over the whole channel width. The quantity of the bubbles increases after
the first wave breaking. Please, see the video in the supplementary material of publication [144]
and Figures A.2 and A.3 in the appendix.
In a nutshell, from the regular wave front further wave fronts branch. This process repeats itself
“indefinitely” until the system is in a turbulent state. The orderless bubble creation at the wave
front supports this hypothesis of turbulent wave breaking. The experimental findings on the
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transition to turbulence is in line with the Landau theory for the transition to turbulence [138].
The Landau theory states that the system reaches a turbulent state via multiple bifurcations
as described in Section 1.4. In the present case, the transition to turbulence occurs with wave
breaking as a necessary precursor. The wave breaking acts as a bifurcation. New stable and
unstable waves emerge from the collapse of the waves. After numerous wave breakings, the
state of turbulence is reached.
A schematic response diagram for the Landau theory, applied to the transition to turbulence
for the present case, is displayed in Figure 3.35. The lines in the upper diagram do not
represent specific states but only illustrate schematically the bifurcation mechanisms. In the
beginning, for a small Reynolds number, a steady flow is at hand (Re < Re∗). With increasing
the driving parameter (Re) above a certain threshold (Re∗ < Re < Re∗∗), waves emerge
with a regular wave front. In the next step (Re∗∗ < Re < Re∗∗∗), the regular flow is still
present with single or multiple wave breaking. These features were discussed by Dauth and
Aksel [143] and a video of a single wave breaking is available in the supplementary material
of the publication [143]. Further increase of the driving parameter leads to more bifurcations
in terms of wave breakings. After many such bifurcations (Re > Re∗∗∗), irregular wave fronts
with chaotic wave breakings are reached. This flow with turbulent wave fronts was discussed
in the present work and a movie of the transition is available as supplementary material of
publication [144]. In the lower part of Figure 3.35, characteristic exemplary diagrams are
plotted. For Re∗ < Re < Re∗∗, the amplitude evolution of a wave with normal saturation is
displayed. In case of Re∗∗ < Re < Re∗∗∗, the amplitude evolution of a wave with single wave
breaking is shown.
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Figure 3.35.: Schematic response diagram for transition to turbulence. In the case of the regular wave fronts
(Re∗ < Re < Re∗∗∗) the bifurcations symbolize emerging and collapsing (breaking) waves. The quantity of these
bifurcations increases with the Reynolds number (measure for the inertia). After many such bifurcations (Re > Re∗∗∗)
irregular wave fronts emerge and further bifurcations in form of chaotic wave breaking result. In the lower part
characteristic diagrams are plotted. For Re∗ < Re < Re∗∗∗, the amplitude versus the downstream position is
displayed. For Re > Re∗∗∗, a picture of a turbulent wave front is presented. Modified and reprinted with permission
from Dauth and Aksel [144]. c© Springer Nature.
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3.4. Thoughts on surface turbulence on film flows
In the previous Section 3.3, the transition from regular to turbulent wave fronts in films over
topography was discussed and shown. The turbulent area was localized only at the wave front.
Hence, the wave tail exhibited a regular smooth shape. The transition to the turbulent wave
front was said to be in line with the theory of the transition to turbulence by Landau. In
Section 1.4 another transition to turbulence was discussed: The spontaneous transition to a
comprehensive surface turbulence. This kind of behavior was also measured in the framework
of this dissertation. The resulting surface turbulence of a flow over a sinusoidal substrate
is shown in Figure 3.36 (a). For the sake of comparison, the localized turbulent wave fronts
above a rectangular bottom profile are plotted next to it in Figure 3.36 (b). In Figure 3.36
(a), the surface is twofold and the segregation is marked with a red line. First, the excited
wave travels down the smooth free surface. Second, the wave vanishes under the developed
surface turbulence. Starting from the point where the surface turbulence emerges first, it
covers the whole surface of the flow. A similar behavior is observable for the steady flow
without any impressed disturbances. This phenomenon is only visible for a sufficiently high
inertia which is determined by the inclination angle α and the Reynolds number Re. In the
case of Figure 3.36 (a), the inclination angle was set to α = 30◦ and Re = 18. The steady
state becomes unstable and breaks into a three-dimensional flow. However, the transition to
turbulence was never discussed and it was assumed to be spontaneous similar to the classical
idea in pipe flows, as discussed in Section 1.4.
The surface turbulence features an irregular appearance without any air encapsulations, splashes,
pinch-offs, etc. which are visible for the wave front turbulence. The lack of air encapsulations
hints that there is no wave breaking present in the systems. Hence, the necessary trigger for
the bifurcation is not present in the system. This leads to the conclusion that the transition
to surface turbulence is spontaneous. In Section 3.2, it was shown that protruding, sufficiently
high peaks as obstacles are required as stumbling stones for the wave breaking. In the case
of the sinusoidal substrate the undulation is not functioning as a stumbling stone since the
undulation is too smooth. The lack of stumbling stones explains the missing appearance of
turbulent wave fronts for a lower inertia.
In Figure 3.36 (b), the area of the turbulent wave front increases on its way downstream and
therefore the regular wave tail shrinks. This raises the question if subsequent turbulent wave
fronts can merge if the inertia is sufficiently high. If the waves merge and a comprehensive
turbulent flow is reached, will the turbulence differ from the comprehensive turbulence as
displayed in Figure 3.36 (a)? Can the phenomena induced by the chaotic wave breaking like
splashes, fingering, pinch-offs, and orderless bubble creation still emerge although the wave
front cannot evolve freely due to the comprehensive turbulence?
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(b)(a)
Figure 3.36.: Comparison of different turbulent flows. (a) Flow over a sinusoidal substrate with a comprehensive
surface turbulence. (b) Flow over a rectangular substrate with irregular wave fronts.
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The aim of this dissertation was to investigate all evolutionary steps of free surface waves travel-
ing on a gravity-driven thin film flow. Extensive experiments with a wide range of measurement
techniques were combined to unveil and characterize features of the traveling waves. Thereby,
the main focus lay on the influence of periodic, one-dimensional topographies on the evolution
of traveling waves. These waves surfed on a two-dimensional Newtonian film flow which was
solely driven by gravity. Another crucial factor in the analysis was the inertia in form of the
Reynolds number and the inclination angle.
The evolutionary steps begin with the excitation of vanishingly small waves. These waves are
in the linear limit and give rise to stability measurements on traveling free surface waves. With
the help of the measured stability charts it was possible to generate convectively unstable waves
for further experiments. Although the stability behavior of linear and nonlinear waves differs
slightly, the stability measurements are a good reference point for the evolution of nonlinear
waves, which are the main topic of this work.
Sinusoidal waves in the linear regime are generated and do not change their shape on the
way downstream, as long as they remain within the linear limit. In contrast to linear waves,
nonlinear waves change their shape even though a sinusoidal wave is generated. Two distinct
waves shapes were observed in the framework of the dissertation. First, the classical concave
wave shape which is already well-known from a flow over a flat substrate. Second, a convex
wave shape is observed for flows over strongly undulated substrates. Besides an energy transfer
from the basic excitation frequency to higher harmonics, which is observable for both wave
shapes, beat frequencies are visible in the Fourier spectrum for all undulated substrates. These
beat frequencies represent the interaction of the “standing” geometrical substrate wave and the
traveling wave. The interaction strength differs strongly for the two distinct wave shapes and
substrate shapes, respectively. For strongly undulated substrates, the amplitudes of the beat
peaks in the Fourier space are much more pronounced than in the case of weakly undulated
substrates. Waves over the weakly undulated topographies show the classical concave wave
shape. Consequently, the assumption of an interaction induced transition to a convex wave
shape seems likely. To fortify this assumption, particle tracking measurements were conducted.
The penetration depth of the traveling free surface wave into the steady state flow strongly
depends on the substrate’s shape and wavelength. Concluding, the curvature of the steady
state free surface, which is provoked by the substrate’s shape, is decisive for the wave’s shape.
Yet, the exact substrate shape plays only a secondary role. An effective substrate shape dictates
the shape of the steady state free surface and hence the curvature of the traveling wave.
A gedankenexperiment on the influence of the steady state free surface on the wave’s shape
triggered new experiments. Increasing the inertia of the system through the Reynolds number
and inclination angle leads to two contrary effects on the steady state free surface. First, the
increase in the Reynolds number leads to a larger film thickness, which flattens the steady
state free surface and decreases the mean or global curvature. Second, the increase of the
inclination angle leads to a thinner film, which pronounces the steady state free surface and
therefore increases the mean or global curvature. In contrast to these contrary trends, the
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increase of both parameters leads to a higher growth rate of waves if the classical Nusselt case
is considered.
In the course of increasing the Reynolds number, new unseen phenomena for film flows have
been uncovered. These phenomena concern the evolution of the amplitude of the traveling waves
for which three possible ways were observed. In the beginning, all types have an exponential
growth in common but differ strongly later on. Besides the classical saturation of the traveling
waves, two wave breaking mechanisms have been found. On the one hand, the wave grows
exponentially until the wave is in an unstable state with a large amplitude and breaks. After
the wave breaking a new wave emerges with a smaller amplitude and then saturates. Here,
the saturation amplitude is much smaller than the maximal amplitude just before the wave
breaking. On the other hand, the wave cannot find an equilibrium state (saturation) after
the wave breaking but grows and breaks alternately. These two evolutionary behaviors were
denoted as single or multiple wave breaking.
Both wave breaking mechanisms lead to a collapse of the unstable waves into the troughs of
the steady state free surface. Thereby, the wave flattens the undulation of the steady state free
surface and a new wave emerges, which was shown with a baby jet firing out of the upper flow
boundary. Subsequently, the newly generated wave can either saturate or grow and re-break.
Irrespective of the further evolution of the new wave, the wave breaking brings a bubble creation
with it. An air encapsulation over the whole channel width is induced by the plunging of the
wave into the underlying flow. This broad inclusion contracts to an energetically favorable state
in form of a bubble, which rises to the top of the flow.
The selection of the three evolutionary types of the wave strongly depends on the topography’s
shape and wavelength and the subsequent steady state free surface. In the case of a strong global
or mean curvature of the steady state free surface, the traveling waves show wave breaking –
an only locally strong curved steady state is not sufficient for this mechanism. In a nutshell,
for breaking of waves over gravity-driven viscous films it is necessary that the bottom slope is
corrugated with some protruding, prominent, sufficiently high peaks as obstacles which provoke
corresponding peaks on the free surface of the steady film flow. The traveling waves surfing over
this undulated free surface of the steady film stumble over these peaks and break. This chain
of highly nonlinear, geometrical, and dynamic triple interaction of “the substrate – the steady
state free surface – the traveling wave” is the necessary cause to effect paradigm of breaking of
waves over gravity-driven viscous thin films.
In the course of increasing the inclination angle with a varying Reynolds number, turbulent wave
fronts were discovered for flows over strongly undulated substrates. This kind of turbulence is
only limited to the wave front, so a coexistence of a regular wave tail and a turbulent wave front
is present. The areas of the coexistent regimes can be tuned by the inertia in the system. In this
context turbulent refers to a non-repetitive, irregular and disordered appearance. The shape of
the wave front changed from the classical parabolic shape (for the center of the channel flow)
to a completely disordered and unpredictable shape. Furthermore, multiple orderless bubble
creations along the whole channel length hint at a chaotic wave breaking. In addition to the
chaotic wave breaking, new features were seen, e.g., fingering, splashes, and pinch-offs.
The novel finding of a subdivision of the wave in a turbulent and regular part triggers the
question about the actual pathway to a turbulent state. By raising this question, the necessity
of a precursor in form of wave breaking was found. Having seen that, a similarity to the
Landau theory of the transition to turbulence is likely. In the present case, the wave reaches
the turbulent wave front via a series of wave breakings. The requirement of wave breaking to
reach the turbulent wave fronts leads to the conclusion that this turbulent state can only be
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reached for flows over anharmonic, strongly undulated substrates.
This conclusion was challenged by measurements on a flow over a harmonic sinusoidal substrate.
Thereby, a wide range of inclination angles and Reynolds numbers were tested and the turbulent
wave fronts have not been found. Nevertheless, a comprehensive turbulence of the whole flow
beyond a specific point was observed, which differs strongly from the wave front turbulence.
Irrespective of external forcing this turbulence was detected. Since the flow has a regular
appearance before this specific point, the transition is unclear. Due to the sudden change from
regular to turbulent, a spontaneous transition seems likely. However, this assumption has to
be tested in further experiments.
To summarize, this work deals with the impact of corrugated topographies on the evolution of
traveling free surface waves on a film flow. The shape of the steady state free surface, which
is provoked by an effective substrate, is decisive for the evolution of the traveling waves in
all evolutionary steps. Although a wide range of experiments was conducted, various open
questions remain. Are there any other evolutionary steps of the waves for a flow over weak or
strong undulated topographies? Is the transition to the comprehensive turbulence for smooth
undulations really spontaneous? How will the turbulent wave fronts develop if the inertia is
increased? These questions have to be answered in further experiments. However, the discrete
steps and the multiplicity of experimental parameters impedes the complete scanning of the
large domain of influencing parameters. Thus, a numerical study of the full Navier-Stokes
equations would be eminent. But, the complexity of modeling rectangular substrates and
strong nonlinear interactions make the computational effort immense. As a final remark, the
author wants to emphasize that the new findings of a convex wave shape, the wave breaking
mechanisms, and the turbulent wave fronts for flows over strong undulations shed light on
many aspects regarding the evolution of traveling free surface waves, which paves the way for
further studies on this topic. Thereby, the results provide valuable information for the design




A.1. Emergence of the bubble while wave breaking
Figure A.1.: Enlarged picture of the bubble generated by wave breaking. See Figure 3.22 for comparison. Modified
and reprinted with permission from Dauth and Aksel [143]. c© AIP Publishing.
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Figure A.2.: The transition of a regular to irregular wave front with the intermediate step of wave breaking. The
bubble of the regular wave breaking mechanism is circled in red for the sake of lucidity.
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